










































































































25'-2" AT BUNKER

EQ.EQ.EQ.

HSS STRUCTURAL
POSTS & HEADERS

ANCHORED TO CONCRETE
(7 BAYS) - WRAP w/

ALUMINUM CLADDING

4
'-1

" C
LE

A
R
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'-9
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R

ALUMINUM STOREFRONT
FRAMING & CLADDING SPACERS
AT DOOR FRAME SIDEWALLS
AS REQUIRED TO CORNER HSS

D
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R
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H
O

LD

12"

3'-0"
CONC.

1'-0"
PAN

FLUSH
w/

LANDING

5
'-2

1 4
"

EQ.EQ. EQ. EQ. 4
'-2

1 2
"

(T
O

P 
O

F 
H
S
S
)

STAIRWELL

45 mil WHITE EPDM ROOFING
SYSTEM ADHERED TO 12" (MIN.)
DENS-DECK ANCHORED TO METAL
ROOF DECK AT HSS STRUCTURAL
STEEL FRAME.

CONT. ALUMINUM DRIP EDGE FLASHING
ALUMINUM CLADDING AT ALL
HSS STEEL FRAMING

1" x 4 12" ALUMINUM STOREFRONT AT
HEAD, SILL AND CORNERS

1" x 4 12" VERTICAL ALUMINUM
STOREFRONT SYSTEM AT MULLIONS
w/ TEMPERED INSULATED GLASS /
SPANDREL PANELS - SEE PLAN /
ELEVATIONS

1" x 4 12" ALUMINUM STOREFRONT w/
SILL PAN SET IN SEALANT AT
BASE FLASHING / HSS BEAM.
PAN SHALL HAVE REVERSE LEG
AT INTERIOR OF STOREFRONT FRAME

3
'-6

" CONCRETE BUNKER

7
'-4

"

41
2" x 41

2" HSS

1/4" PLF 1/4" PLF
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AS NOTED

STAIR ENCLOSURE PLAN
SCALE: 1/2" = 1'-0"

110

F

412
2

412
1 411

A

411
A

NORTH / SOUTH ELEVATIONS
SCALE: 1/2" = 1'-0"

412
4

412
5

SECTION AT STAIR ENCLOSURE
SCALE: 3/4" = 1'-0"

A

E

412
7

TYP.

SEE   &

FOR BOTTOM OF
HANDRAIL CONDITION

412
6

412
8

1
411

2
411

CONT. DRIP EDGE
FLASHING

ALUMINUM CLADDING
AT ALL HSS

STEEL FRAMING

CONCRETE

ALUMINUM CLAD
SPANDREL PANEL

EXTERIOR WIDE STILE DOOR
/W/ ALUMINUM FRAME110

CONT. DRIP EDGE
FLASHING

ALUMINUM CLADDING
AT ALL HSS

STEEL FRAMING F E

THRESHOLD

2
411 SIM.

1" x 4 12" T-BREAK
ALUMINUM JAMBS
AT MULLION LOCATIONS;
SEE

412
2

2WEST ELEVATION
SCALE: 1/2" = 1'-0"1

412
3

EAST ELEVATION
SCALE: 1/2" = 1'-0"3

3
411

ALUMINUM STOREFRONT FRAMING &
CLADDING AT DOOR JAMBS & HEAD AS
REQUIRED BETWEEN DOOR FRAME AND
HSS MEMBERS. PROVIDE ADDITIONAL
FRAMING AS REQUIRED TO SECURE
DOOR FRAME TO HSS STRUCTURE

SEE MECHANICAL DRAWINGS
FOR 48" x 42" LOUVER

48" x 42" LOUVER -
SEE MECHANICAL

DRAWINGS
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E E
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F F F F F

F EF F F F F

F F F F F
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MIN.

5"
MIN.

5
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M
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M
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.

 3
6
"

TEMPERED
INSULATED
GLASS - TYPE "B"

ALUMINUM-CLAD
SOLID PANEL

65
8
"

TY
P.

41
2
"

21
8
"

TEMPERED I.G. - GLASS "B"

1" x 4  12" ALUMINUM STOREFRONT
AT MULLION LOCATIONS (EACH SIDE)

SPANDREL PANEL

SILL PAN FLASHING

ALUMINUM CLAD HSS
STRUCTURAL STEEL POST
ATOP CONCRETE BUNKER

EXT

INT

FE

218"

65
8"

TYP.

CONCRETE BULKHEAD BELOW

ALUMINUM CLAD HSS
STRUCTURAL STEEL FRAME

ALUMINUM FRAMING /
CLADDING SPACER (F.V.)

2" x 4 12" ALUMINUM STOREFRONT
DOOR FRAME

ALUMINUM STOREFRONT DOOR
w/ THRESHOLD SET IN SEALANT
(BELOW)

2" x 4 12" ALUMINUM STOREFRONT
FRAME - TYPICAL AT CORNERS

TEMPERED I.G. - GLASS "B"

CONT. ALUMINUM SUBSILL SET IN
SEALANT AT CONCRETE BULKHEAD

110

PROVIDE LGMF OR ALUMINUM
FRAMING SECTIONS w/ ALUMINUM
CLADDING SUFFICIENT TO ANCHOR
ALUMINUM DOOR FRAME TO HSS
STRUCTURE - TYPICAL AT DOOR JAMBS
& HEAD

NOTE:

E

ALUMINUM
STOREFRONT

SYSTEM

CONT. SILL
RECEPTOR
FLASHING

IN SEALANT

CONT. CAP
FLASHING

SET IN SEALANT

HSS STRUCTURE

CONCRETE
BUNKER

INTERNAL FLASHING
LEG AT SILL RECEPTOR

ALUMINUM CLADDING
AT HSS

CONT. SEALANT

65
8"

218"

7
"

M
A
X.

1"

2
"

M
IN

.

11"
MIN.

METAL PAN CONCRETE-FILLED STAIR

PAINTED STEEL RISER

STEEL STAIR
STRUCTURE (CHANNEL)-
PAINT ALL EXPOSED
SURFACES

1 8
"

M
A
X.

RADIUS HANDRAIL
RETURN AT WALL

WALL FINISH

HANDRAIL BRACKET ANCHORED
TO SOLID STRUCTURE

1 12" Ø PTD METAL HANDRAIL

21
4
"

C
LR

.

3
4
" A

.F
.F

.
(T

YP
IC

A
L)

PTD 11
2" Ø METAL

PIPE HANDRAIL
AT WALL

12"
HORZ. EDGE OF TOP RISER

WALL SUPPORT

EDGE OF STAIR RUN
(LAST TREAD)

PTD 11
2" Ø METAL

PIPE HANDRAIL
AT WALL

11"
SLOPED

3
4
" A

.F
.F

.
(T

YP
IC

A
L)

12"
HORZ.

WALL SUPPORT

RETURN END TO WITHIN
1
4" OF WALL FINISH - SEE 6 / 461214"

CLR.

3
4
" A

.F
.F

.
(T

YP
IC

A
L)

11
2" Ø PTD MTL HANDRAIL.

TOP EXTENSION SHALL
BE 12" HORZ.
BOTTOM EXTENSION
SHALL BE 11" INCLINED
+ 12" HORZ.

FACE OF WALL

PTD METAL
BRACES WELDED TO
HANDRAIL AND BOLTED TO
SOLID STRUCTURE

NOTE: SEE 3 & 4 / 461 FOR EXTENSIONS.
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WINDOW TYPES

110

INSUL INSULATED

DOORS FRAMES
REMARKS TYPE FR PROFILE DETAILSFRHDWEINSULTHKSIZE MATERIALNO.TYPE GLASS

HEAD JAMBSIZETYPE

THRESHOLDS

FINSILL
DETAILS

(w x h)

T
TB

V
W
WD

TEMPERED
THERMAL BREAK

VINYL
WIRE
WOOD

HOLLOW METAL

GLASS

HM

GL

W / WITH
STAINLESS STEELSS

ABBREVIATIONS
DOOR

TS TRANSITION STRIP
TH THERMAL INSULATED

NO SCALE

THERMAL BREAKALUMINUMFIXED
MFGR

NOMINAL SIZE

SCHEDULE
WINDOW TEMP

V
WG
WD

TEMPERED
VINYL
WIRE GLASS
WOOD

INSULATED
FIXED SASH

DOUBLE HUNG
CASEMENT
ALUMINUM

INSUL
FIX

DH

AL

W / WITH

METALMTL
CMT

ABBREVIATIONS

REMARKSNO. TYPE
MANUFACTURER DETAILS

MUNT MULLSILLJAMBHEADMODEL WIDTH HEIGHT
E 2'-8" +/- 3'-8"

EXISTING(E)

A

2-412 *F.V. w/ STRUCTURE

ELECTRO MAGNETIC

EXISTING

ALUMINUMAL

EMHO

AL

(E)
EDGE STRIPES

HOLD OPENER

DRYWALLDW

ALUMINUM FRAME
2" x 4 12" (NOM)

DOOR & FRAME TYPES

A1
EXTERIOR

WIDE STILE DOOR
2" x 4 12" (NOM)

NO SCALE

HW-11 34" A ALUMNOA NO NO3070 T/TH 24x36 ALUMSOLID BOTTOM PANEL 1-412 SIM 1-412

THERMAL BREAKALUMINUMFIXEDF

FIXED THERMAL-BREAK ALUMINUM
NORTH/SOUTH ELEVATION

E

TEMPERED
INSULATED

GLASS - TYPE "B"

ALUMINUM CLAD
SPANDREL PANEL

3"=1'-0"SILL DETAIL AT ALUMINUM STOREFRONT3

3"=1'-0"STAIR TREAD / RISER DETAIL43"=1'-0"DOOR JAMB DETAIL 

3"=1'-0"MULLION DETAIL

1

2 1"=1'-0"TYPICAL WALL HANDRAIL - TOP76"=1'-0"TYPICAL HANDRAIL RETURN AT WALL6

3"=1'-0"TYPICAL WALL HANDRAIL SECTION

1"=1'-0"TYPICAL WALL HANDRAIL - BOTTOM

5

8

2-412 SIM 2-412

2'-8" +/- 3'-8" 2-412 *F.V. w/ STRUCTURE2-412 SIM 2-412

ADA

ALUMINUM CLADDING
AT HSS STRUCTURE
(TYP)

SCHEDULE

F

111 HW-11 34" A ALUMNOA NO NO3070 T/TH 24x36 ALUMSOLID BOTTOM PANEL 1-412 SIM 1-412 ADA
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NO SCALE

RIGID INSULATION

CONCRETE MASONRY UNIT

HEIGHTHGT

LAVATORY
LAMINATE(D)

INSULATION, INSULATED
INSIDE DIMENSION

HANDICAPPED
HOLLOW METAL

JOINTJT

LAV
LAM

ID

INT
INSUL

HP
HM

INTERIOR

GYPSUM WALL BOARD
GALVANIZED

FINISH FLOOR
FIRE EXTINGUISHER
FLOOR DRAIN

EXTERIOR
EXPANSION

EQUIPMENT

ELEVATION
ELECTRICAL
EXPANSION JOINT

GWB
GALV
GA

FIN. FL.

FD
FE

GAUGE

EQPT

EXT
EXP.
EXIST.

EQ

ELEV
ELEC
EXP. JT.
EA

EXISTING

EQUAL

EACH

WOOD
WATER CLOSET

VINYL COMPOSITION TILE

TYPICAL
TUBE SHAPE
TREAD
TOP OF SLAB
TOP OF CURB
THICK

WC
WD

W/ WITH

VCT

TYP
TS
TR
TOS
TOC
TH

DOWNSPOUT

DISPENSER
DIMENSION
DIAMETER

CUBIC FEET
CERAMIC TILE

CONSTRUCTION
CONCRETE
CASED OPENING
CONCRETE MASONRY UNIT

DN

DWG
DS

DISP
DIM
DIA

DET

DOWN

DRAWING

DETAIL

CO

CU. FT.
CT

CONSTR
CONC

CMU
CLR
CLO
CLG

CLEAR
CLOSET
CEILING

BLOCKING

ABOVE FINISHED FLOOR

CENTER LINE
DIAMETER OR ROUND
POUND OR NUMBER

ACOUSTICAL
ACOUSTICAL CEILING TILE

APPROXIMATE
ARCHITECTURAL

BLKG
BLDG
BD

A.F.F.

ARCH
APPROX
ALUM

BUILDING
BOARD

ALUMINUM

~

A.C.T.
ACOUS

#

<
@

&
ANGLE
AND

AT

ABBREVIATIONS

SUSPENDED

STEEL
STANDARD

STAINLESS STEEL
SPECIFICATION
SIMILAR
SHEET (SHEETS)
SHELF

REQUIRED
REINFORCED
RADIUS
RISER

PAINTED
PLYWOOD
PLATE
PLASTIC LAMINATE

SUSP

SPEC

SHT(S)

STL
STD

SST

SH

SIM

REQ'D
REINF

PLYWD

P.LAM

RAD
R

PTD

PL

MECHANICAL

MANUFACTURER

MISCELLANEOUS
MASONRY OPENING

MAXIMUM

MEMBER
METAL

MINIMUM

OVERHEAD
OPPOSITE
OPENING
OUTSIDE DIAMETER
ON CENTER

NOT TO SCALE
NOT IN CONTRACT

OVHD
OPP
OPG
OD
O.C.

NTS
NIC

MECH
MEMB

MISC.

MFR

MO

MIN.

MTL

MAX

FINISHED WOOD

ROUGH WOOD

METAL

PLYWOOD

GRAVEL

EARTH

PRECAST STONE

BATT INSULATION

CONCRETE

MATERIALS

FIN. FL. ELEV. XXX.X

FIN. FL. ELEV. XXX.X

XXX
X

SECTIONS & ELEVATIONS
FINISH FLOOR ELEVATION ON

FINISH FLOOR ELEVATION

DETAIL REFERENCE

X

XXX
X

XXX

DETAIL REFERENCE

INTERIOR ELEVATIONS

WALL SECTION

BUILDING SECTION

PARTITION TYPE

WINDOW TYPE

REVISION NUMBER

DOOR NUMBER

ROOM NUMBER

SYMBOLS

CONTINUOUSCONT.
CONTR CONTRACTOR

ELEVATION NUMBER

SECTION NUMBER

SHEET NUMBER

DETAIL NUMBER

SHEET NUMBER

D.F. DRINKING FOUNTAIN

ST STORAGE

X

C.J. CONTROL JOINT

SAF. SAFETY

STRUCT. STRUCTURAL

XAX

SHEET NUMBER

SECTION NUMBER

XXX
X

BRICK

THE CONTRACTOR SHALL VERIFY ALL CONDITIONS AND DIMENSIONS PRIOR TO
COMMENCING THE WORK AND REPORT ANY DISCREPANCIES TO THE ARCHITECT.

BEEN RESOLVED BY THE ARCHITECT. CONTRACTOR SHALL ALLOW A 48 HOUR TIME FRAME
FOR RESOLVING DISCREPANCIES ONCE THE ARCHITECT HAS ACKNOWLEDGED THE CONDITION.

CONTRACTOR SHALL REVIEW AND VERIFY ALL EXISTING CONDITIONS PRIOR TO

WORK WITH GIVEN DIMENSIONS AND LARGE SCALE DETAILS. DO NOT SCALE THE

THE GRAPHIC SCALE INDICATED.

ALL WOOD IN CONTACT WITH MASONRY OR CONCRETE SHALL BE PRESSURE

INSTALL SOLID BLOCKING AT WALL FRAMING BEHIND ALL SURFACE MOUNTED

ALL GRAB BARS SHALL BE ABLE TO SUPPORT A DEAD WEIGHT OF 250 LBS AT ANY POINT.

THE LOCATION OF ANY DOOR JAMBS NOT DIMENSIONED SHALL BE 6" FROM ADJACENT

ALL WALL PARTITIONS SHALL EXTEND FLOOR TO STRUCTURE ABOVE, UNLESS

1.

2.

3.

4.

5.

6.

7.

8.

9.

10. REFER TO ACCESSIBILITY DETAIL SHEET FOR AMERICANS WITH DISABILITIES ACT

11.

ALL NEW SHEETROCK IN WET AREAS (PLUMBING FIXTURES) SHALL BE MOISTURE
RESISTANT TYPE, UNLESS OTHERWISE NOTED.

GENERAL NOTES:

NFPA 101 LIFE SAFETY CODE - 2015 EDITION
Building Classification: Business - (4,800 sf)
Construction Type: V/000
Hazard Classification: Ordinary Hazard
Occupant Loads: 2700 sf Office @ 100 sf/occupant = 27 Occupants

2100 sf Storage @ 500 sf/occupant = 5 Occupants
Janitor, Mech, Stor Rating: 1 hour if over 100 sf
Minimum Headroom: 7'-6” at occupied areas

Building Uses Business
Max. Allowable Travel Distance: 150'
Max. Allowable Common Path: 75'
Max. Dead End Corridor Length: 20'
Minimum Egress Corridor Width: 36” (Less than 50 occupants)
Minimum Number of Required Exits 2 (1 if exit distance is less than 75')
Minimum Exit Access Corridor rating: 1 hr
Separation of exits: 0.5 diagonal distance = 30'-0"
Minimum Egress Door Width: 36”
Minimum Stair Width: 36" (Less than 50 occupants)
Stair Riser: 7" maximum
Stair Tread: 11" minimum
Handrails: 34"-36" AFF with 12"/23" extensions

Exit Lighting: Required
Emergency Lighting: Not Required
Fire Alarm System: Not Required
Fire Sprinkler System: Not Required
Portable Fire Extinguishers: Required

2015 INTERNATIONAL BUILDING CODE
Use Group Classification: Business - 4,800 sf
Occupant Loads: 100 sf/occupant @ 2700 sf business = 27 occupants

300 sf/occupant @ 2100 sf storage = 7 occupants
Janitor, Mech & Storage Rooms: 1 hour if over 50 sf but under 100 sf

Building Limitations
Construction Type: VB
Maximum Height: 2 Story/40'
Maximum Area / Floor: 9,000 sf

Fire Resistance Ratings
Structural Frame None
Load Bearing Exterior Walls: None
Load Bearing Interior Walls: None
Mechanical Rooms: 1 hour
Exit Corridors: 1 hour
Roof/Floor Structure None

Minimum Number of Exits: 2
Maximum Exit Travel Distance: 200'
Maximum Dead End Corridor Length: 20'
Maximum Common Travel Path: 75'
Minimum Corridor Width: 36” (Under 50 occupants)
Minimum Stair Width: 36" (Less than 50 occupants)
Stair Riser: 7" maximum
Stair Tread: 11" minimum
Handrails: 34"-36" AFF with 12"/23" extensions

Fire Alarm/Detection System: Not Required
Fire Sprinkler System: Not Required
Portable Fire Extinguishers: Required
Exit Lights Required
Emergency Lighting Required

Building Live Loads
Offices: 100 psf
Corridors: 80 psf

MAINE STATE PLUMBING CODE/UPC
Occupancy Classification: Business Office w/ancillary Storage
Occupancy Area: 4,800 sf Net
Occupancy Load: 34 Occupants

Office: 34 Occupants (17 Male/17 Female)
(12 max per shift - 6 Male/6 Female)

FIXTURES TOILETS URINALS LAVS

Men's Toilet Room 1        1         1
Women's Toilet Room 1        0   1

Drinking Fountain: 1 Required per 150 occupants - Beverage Station

ON PLAN

2015 INTERNATIONAL ENERGY EFFICIENCY CODE (IECC)

MUBEC (Maine Uniform Building Energy Code)

MINIMUM INSULATION VALUES
Per 2009 IECC; Table 502.1.2, 502.2(1) and 502.3

ZONE 6A R-VALUE U-FACTOR SHGC

Exterior wall 13 + 7.5ci 0.064 NA
Roof 30.0 0.033 NA
Slab (24” band) 10.0 0.100 NA
Frost Wall (ci) 10.0 0.100 NA
Doors - Opaque 1.4 0.70 NA
Windows 1.8 0.55 0.40
Storefront (window)2.2 0.45 0.40
Storefront (door) 1.25 0.80 0.40

CONTRACTOR SHALL PROCEED WITH THE WORK ONLY AFTER SUCH DISCREPANCIES HAVE

STARTING THE WORK IN ANY GIVEN AREA.

DRAWINGS AS THE REPRODUCTIVE PROCESS TENDS TO DISTORT THE ACCURACY OF

PRESERVATIVE TREATED.

FIXTURES, TRIM AND HANDRAILS.

PERPENDICULAR WALL.

OTHERWISE NOTED.

(ADA) CONSTRUCTION CRITERIA.

MAINE TURNPIKE AUTHORITY TOLLING & COMMUNICATION ROOM SHALL BE TWO
HOUR (2 HR) FIRE RATED.

XXX

X

X

X

EP ELECTRICAL PANEL



WATER DISPENSER - N.I.C.

REFRIGERATOR

MICROWAVE

EQUIPMENT TYPES:

COFFEE MAKER - N.I.C.

"DAY" & "NIGHT" SAFE - N.I.C.

DETAILTAG

PARTITION TYPES

BULLETIN BOARD (N.I.C.) INSTALL BLOCKING @ FRAMING

CURRENCY SCANNER - N.I.C.

COIN SORTER - N.I.C.

2 - TIER LOCKERS

ROLLING CHAIR - N.I.C.

STORAGE SHELF UNITS - N.I.C.

MOP RACK

1 HR FIRE RATED ASSEMBLY

2 HR FIRE RATED ASSEMBLY

REFER TO MECHANICAL DRAWINGS FOR LOCATIONS
& SIZES OF ALL DIFFUSERS, GRILLES, & EQUIPMENT.

REFER TO ELECTRICAL DRAWINGS FOR LOCATIONS
& SIZES OF ALL LIGHT FIXTURES & DEVICES.

REFER TO ELECTRICAL DRAWINGS FOR HEAT
TAPE AT GUTTERS.

1.

2.

3.

NOTES:

REFER TO ELECTRICAL DRAWINGS FOR LOCATIONS
OF FIRE ALARM DEVICES.

4.

REFER TO SHEET 458 FOR BREAK ROOM  103  KITCHEN
CABINETS.

5.

REFER TO SHEET 458 FOR CUSTODIAL  109  INTERIOR
ELEVATION.

6.

REFER TO SHEET 457 FOR WOMEN'S   105   & MEN'S  104
INTERIOR ELEVATIONS.

7.

REFER TO SHEET 462 FOR MOUNTING HEIGHTS OF
ACCESSORIES AND APPURTENANCES.

8.

N.I.C. = NOT IN CONTRACT
(PROVIDED BY THE AUTHORITY)

9.

REFER TO SHEET 462 FOR SIGNAGE.10.

460
9

1

1

2

3

4

5

6

7

8

9

10

11

12

2

3

4

5

6

460
10

460
11

460
12

460
13

460
14

7 460
15

13 TRASH & RECYCLE RECEPTACLES - N.I.C.

3A

4A

461
8

INSTALL PTD FIRE-RETARDANT PLYWOOD BACKER
PANELS TO 8'-0" A.F.F. AT ENTIRE PERIMETER OF ROOM  108

11.

8

SEE SHEET  462  FOR DRINKING FOUNTAIN / BOTTLE FILLER (DF)
MOUNTING HEIGHT.

12.

50'-0"

3
2
'-8

"

454
A

454
B

UP

MECHANICAL
ROOM

004

STAIR
002

 TUNNEL
(SEE SITE DRAWINGS)

4
'-6

"

D
453

A
453

B
453

C
453

001

003

STORAGE
003

21'-10"

004

1
1
'-0

1 2
"

18'-112"

HALL
001

4

4

4

4

4

4

002

4

4

4

006

005

4

4

7
'-3

3
4
"

7
'-3

3
4
"

4

TOLL
COLLECTOR
STORAGE

005

CUST. &
 MAINT.

006

4

SEE
SITE DRAWINGS
FOR RETAINING

WALLS

6

6

6 6

6

6

6

14'-9"

(1 HR RATED)

(1 HR RATED)

(1 HR RATED)

(1 HR RATED)

(1 HR RATED)

6 R @ 7" MAX.
5 T @ 11" MIN.

1
7

 R
 @

 7
" M

A
X.

1
6
 T

 @
 1

1
" M

IN
.

SIGN
B

SIGN
B

SIGN
B

SIGN
B ALIGN w/ TUNNEL

OPENING

36" x 36"
LOUVER;

SEE MECHANICAL
DRAWINGS

1'-6"

10'-0"
CLEAR

27'-8"22'-4"
CL

1'-3"11'-13
4"4'-5"5'-73

4"8'-2"1'-3"

3
'-4

"
C

LE
A
R

4'-0"
CLEAR

MECH CHASE
ABOVE MECH

CHASE ABOVE

10"
10"

SEE SITE DRAWINGS
FOR RETAINING
WALLS

7'-0" CLR

3'-0"
M.O.

2'-8" 6'-4"
M.O.

23'-3"

FIRE
EXT.

FIRE
EXT.

1
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1/4"=1'-0"

BASEMENT FLOOR PLAN
SCALE: 1/4" = 1'-0"

461
5

NOTES:

1. WATERPROOF ENTIRE PERIMETER OF BUILDING
FOUNDATION w/ SAME MATERIAL AS TUNNEL.

2. SEE SITE DRAWINGS FOR UTILITY LOCATIONS INTO
BUILDING & PERIMETER DRAINAGE LOCATIONS.

NORTH
PLAN

F.F.E.: 207.20'

461
7

TYP

461
7

TYP



WATER DISPENSER - N.I.C.

REFRIGERATOR

MICROWAVE

EQUIPMENT TYPES:

COFFEE MAKER - N.I.C.

"DAY" & "NIGHT" SAFE - N.I.C.

DETAILTAG

PARTITION TYPES

BULLETIN BOARD (N.I.C.) INSTALL BLOCKING @ FRAMING

CURRENCY SCANNER - N.I.C.

COIN SORTER - N.I.C.

2 - TIER LOCKERS

ROLLING CHAIR - N.I.C.

STORAGE SHELF UNITS - N.I.C.

MOP RACK

1 HR FIRE RATED ASSEMBLY

2 HR FIRE RATED ASSEMBLY

REFER TO MECHANICAL DRAWINGS FOR LOCATIONS
& SIZES OF ALL DIFFUSERS, GRILLES, & EQUIPMENT.

REFER TO ELECTRICAL DRAWINGS FOR LOCATIONS
& SIZES OF ALL LIGHT FIXTURES & DEVICES.

REFER TO ELECTRICAL DRAWINGS FOR HEAT
TAPE AT GUTTERS.

1.

2.

3.

NOTES:

REFER TO ELECTRICAL DRAWINGS FOR LOCATIONS
OF FIRE ALARM DEVICES.

4.

REFER TO SHEET 458 FOR BREAK ROOM  103  KITCHEN
CABINETS.

5.

REFER TO SHEET 458 FOR CUSTODIAL  109  INTERIOR
ELEVATION.

6.

REFER TO SHEET 457 FOR WOMEN'S   105   & MEN'S  104
INTERIOR ELEVATIONS.

7.

REFER TO SHEET 462 FOR MOUNTING HEIGHTS OF
ACCESSORIES AND APPURTENANCES.

8.

N.I.C. = NOT IN CONTRACT
(PROVIDED BY THE AUTHORITY)

9.

REFER TO SHEET 462 FOR SIGNAGE.10.

460
9

1

1

2

3

4

5

6

7

8

9

10

11

12

2

3

4

5

6

460
10

460
11

460
12

460
13

460
14

7 460
15

13 TRASH & RECYCLE RECEPTACLES - N.I.C.

3A

4A

461
8

INSTALL PTD FIRE-RETARDANT PLYWOOD BACKER
PANELS TO 8'-0" A.F.F. AT ENTIRE PERIMETER OF ROOM  108

11.

8

SEE SHEET  462  FOR DRINKING FOUNTAIN / BOTTLE FILLER (DF)
MOUNTING HEIGHT.

12.

FDFD

50'-0"
3
2
'-8

"

8'-8" 13'-4"

1
5
'-8

"
4
'-4

"
M

.O
.

8'-0"3'-4"

BREAK
ROOM

103

STAIR
107

102
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1

2
3

4

5

6

12

9

11

DN

1 1

3

454
A

454
B

3

TRASH

RECYCLE

COMPUTER / UPS
& ELECTRICAL

ROOM
108

D
453

A
453

B
453

C
453

2'-0"
M.O.

4A

7 8

10

5'-4"
M.O.

B

104

8
'-6

"
M

.O
.

1

1111

4A

4

4
'-2

"

101
OFFICE
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MEN
104

WOMEN
105

107106

CUSTODIAL
STORAGE

109

COUNTING

109

S
H
EL

V
ES

SHELVES

8'-0"
M.O.

101

12'-8"3'-4"
M.O.

1
1
'-4

"

1

1

1

1

4

A

3
'-4

"
5
'-4

"
M

.O
.

B

D

3

5

4A

3A
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4
458

1
2
'-8

"

C

8'-0" 9'-4"

2'-0"
M.O.

2'-0"
M.O.

2'-0"8'-8"

AA

30" DEEP
COUNTING 7 8

10

30" DEEP
COUNTINGD

108

4

7 8

10

30" DEEP
COUNTING

7 8

10

30" DEEP
COUNTING

2

5

3

HALL
106

7

EMHO

2'-0"
M.O.

9'-4"

A

105

1

 

3

2
458

11'-0"

7
'-3

"

11'-7"

1
2
'-0

"
13

1
1
'-0

"
2
'-6

1 2
"

4
'-7

"
3
'-2

"

14'-4"

11'-10"6'-5" 5'-2"
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"
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"

16'-0"
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1
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 @

 7
" M

A
X.

1
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 1

1
" M
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.

SIGN
C

SIGN
D

7'-2" 7'-2" 4'-512" 12'-414"

2
2
'-1

1
"

9
'-9

"

2'-11"

SIGN
A

SIGN
BSIGN

B

SIGN
B

EP

(2 HR RATED)

(1 HR RATED)

455
1

455
2

SIM.

455
1

455
3

455
2

455
2

455
1

SIM.

SIGN
A

455
3

SIM.

6

455
1

DIVIDER

DIVIDER

8

8

8

8

(SEE NOTE #11)

2' x 3'
2 HR FIRE RATED

MECH CHASE

2' x 3'
2 HR FIRE

RATED
MECH CHASE

18'-1014"

4'-0"
CLEAR

1 HR
RATED

ACCESS
HATCH
ABOVE

2
'-6

"

8

8

FIRE
EXT.

FIRE
EXT.

FIRE
EXT.

-

1

-

2
459

SIGN
E

RETAINING WALL w/ GUARDRAIL;
SEE SITE DRAWINGS

RETAINING WALL w/
GUARDRAIL;
SEE SITE DRAWINGS

DF

5

MOP
SINK

& MOP
RACK

SHEET

PROJECT NAME

REVISIONS

207.871.5900 www.granthays.com
P.O. BOX 6179 FALMOUTH MAINE 04105

ARCHITECTURE & INTERIOR DESIGN

ASSOCIATES

GRANT HAYS

T

ASSOCIATES IS PROHIBITED.
PERMISSION FROM GRANT HAYS
DOCUMENT WITHOUT WRITTEN
REPRODUCTION OR REUSE OF THIS
COPYRIGHT

SEAL

SHEET

JOB NO.

DRAWN

SCALE

DATE

T

MFH / mgk

180203

C
O

N
TR

AC
T 

N
O

.: 
20

19
.0

4

AD
M

IN
IS

TR
AT

IO
N

 B
UI

LD
IN

G

G
AR

D
IN

ER
M

AI
N

E 
04

34
5

M
IL

E 
M

AR
KE

R 
(M

M
) 1

03

M
AI

N
E 

TU
RN

PI
KE

 T
O

LL

OF 503

PL
AN

FL
O

O
R

FI
RS

T

450

20 MAR 2019

1/4"=1'-0"
FIRST FLOOR PLAN
SCALE: 1/4" = 1'-0"

458
C

TYP.

457
1

461
5

458
C TYP.

NORTH
PLAN

F.F.E.=220.20'



454
A

454
B

MECHANICAL
ROOM

004

STAIR
002

STORAGE
003

HALL
001

TOLL
COLLECTOR
STORAGE

005

CUST. &
 MAINT.

006

(1 HR RATED)

(1 HR RATED)

(1 HR RATED)

(1 HR RATED)(1 HR RATED)

(1 HR RATED)

H

H

U

U

U

OPEN TO
STRUCTURE

ABOVE

OPEN TO
STRUCTURE

ABOVE

M

M

M

M

M

M

M

S

S

S

S

(TUNNEL BEYOND)

S

S

OPEN TO
ABOVE

1
'-0

"

MECH CHASE
ABOVE

MECH CHASE
ABOVE

S

S

GWB
SOFFIT

457
6

BREAK
ROOM

103

STAIR
107

DN

454
A

454
B

COMPUTER / UPS
& ELECTRICAL

ROOM
108

101

OFFICE
102

MEN
104

WOMEN
105

CUSTODIAL
STORAGE

109

COUNTING

HALL
106

M

M

M

M M

M

M

M M M

M

M

M

M

S

S

S

S
S

S

S

S S

(2 HR RATED)

(1 HR RATED)

TYPICAL GUTTER
w/ HEAT TRACE

LEADER &
DOWNSPOUT

TYP. CONT.
SOFFIT
VENT

TYP. PTD.
COMPOSITE
PVC PANEL
SOFFIT -
SEE NOTE 5
BELOW

TYP. GUTTER
w/ HEAT
TRACE

TYP. RECESSED
LIGHTS AT
EXTERIOR CANOPY

LEADER &
DOWNSPOUT

LEADER &
DOWNSPOUT

TYP.
GUTTER
w/ HEAT
TRACE

TYPICAL
GUTTER
w/ HEAT
TRACE

TYP. PTD.
COMPOSITE
PVC PANEL

SOFFIT - SEE
NOTE 5
BELOW

TYP.
CONT.

SOFFIT
VENT

2
'-0

"
EQ

.
EQ

.
EQ

.
2
'-0

"

2'-0" EQ. EQ. 2'-0"EQ.EQ.

2'-0" 2'-0"

EQ
.

EQ
.

EQ
.

EQ
.

4
'-0

"

2'-0"

2'-0"

EQ
.

EQ
.

EQ. EQ.

EQ. EQ.

2
'-0

"
S

FU
LL

 T
IL

E

1 HR
RATED

ACCESS
HATCH
ABOVE

TYP. PTD PVC
FRIEZE TRIM
AT BUILDING
PERIMETER

TYP. EXPANSION
TRIM AT
SOFFIT PANELS

TYP.
EXPANSION

TRIM AT
SOFFIT
PANELS

REFER TO ELECTRICAL DRAWINGS FOR LOCATIONS

REFER TO MECHANICAL DRAWINGS FOR LOCATIONS
& SIZES OF ALL DIFFUSERS, GRILLES, & EQUIPMENT.

REFER TO ELECTRICAL DRAWINGS FOR LOCATIONS
& SIZES OF ALL LIGHT FIXTURES & DEVICES.

REFER TO ELECTRICAL DRAWINGS FOR HEAT
TAPE AT GUTTERS.

1.

2.

3.

NOTES:

OF FIRE ALARM DEVICES.
4.

CEILING (RATED)
PAINTED SHEETROCK

SUSPENDED ACOUSTICAL
CEILING

LEGEND:

PAINTED SHEETROCK
SOFFIT @ 7'-4" A.F.F. (MIN)

457
6SEE

SOFFIT LIGHT FIXTURE

EXIT LIGHT FIXTURE

SURFACE LIGHT FIXTURE

CABINET UNIT HEATER

DUAL SUPPLY / RETURN

HVAC  RETURN

EXHAUST FAN

CUH

M

S

SENSORS; SEE

SMOKE / HEAT DETECTORS;H

U
ELECTRICAL DRAWINGS

SEE ELECTRICAL DRAWINGS

LAY-IN  LIGHT FIXTURE

(EMERGENCY POWERED)

(EMERGENCY POWERED)

HVAC  SUPPLY

PROVIDE EXPANSION TRIM ACCESSORIES & ANCHORS 
PER SOFFIT PANEL MANUFACTURER INSTRUCTIONS AT

5.

ALL EXTERIOR COMPOSITE PVC SOFFIT PANEL LOCATIONS.
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20 MAR 2019

1/4"=1'-0"

FIRST FLOOR REFLECTED CEILING PLAN
SCALE: 1/4" = 1'-0"

BASEMENT REFLECTED PLAN
SCALE: 1/4" = 1'-0"

NOTES:  SEE           FOR F.C. GWB / 1 HR RATED ASSEMBLY AT ROOF TRUSSES - ENTIRE BUILDING
457

4

NORTH
PLAN

NORTH
PLAN

SEE           FOR F.C. GWB / 2 HR RATED ASSEMBLY AT ROOF TRUSSES - COMPUTER / UPS ELECTRICAL ROOM  105
457

5



454
A

454
B

D
453

A
453

B
453

C
453

6:126:12

6
:1

2
6
:1

2

10'-0"

4'-0"

10'-0"

4'-0"

4
'-0

"

4
'-0

"

TYPICAL SEAMLESS GUTTER
w/ (4) DOWNSPOUTS & HEAT TRACE

(SEE ELECTRICAL DRAWINGS)

TYPICAL SAFETY TIE-OFF AT ROOF SYSTEM,
(3) REQUIRED THIS SIDE. SEE STRUCTURAL
DRAWINGS FOR REINFORCING AT FRAMING,

& DETAIL  

(2) ROWS ICE / SNOW
GUARDS AT THIS FAÇADE;
LOCATION & LENGTHS
PER MFGR

TYPICAL SEAMLESS
GUTTER w/ (4)
DOWNSPOUTS
& HEAT TRACE
(SEE ELECTRICAL
DRAWINGS)

GABLE END LOUVER
(DASHED)

SEE ELECTRICAL
DRAWINGS FOR
LIGHTNING PROTECTION
SYSTEM AT ROOF

(2) ROWS ICE / SNOW
GUARDS AT THIS FAÇADE;

LOCATION & LENGTHS
PER MFGR

GABLE END LOUVER
(DASHED)

TYPICAL STANDING SEAM
METAL ROOFING ATOP

FULL COVERAGE ICE & WATER
PROTECTION LAYER AT ALL

ROOF AREAS

(1) ROW ICE / SNOW
GUARD AT THIS FAÇADE;
LOCATION & LENGTHS
PER MFGR

(1) ROW ICE / SNOW
GUARD AT THIS

FAÇADE; LOCATION &
 LENGTHS PER MFGR

RIDGE / VENT

HI
PHIP

HIPHI
P

SEE ELECTRICAL
DRAWINGS FOR

LIGHTNING PROTECTION
SYSTEM AT ROOF

TYPICAL SEAMLESS GUTTER
w/ (4) DOWNSPOUTS &

HEAT TRACE
(SEE ELECTRICAL

DRAWINGS)

TYPICAL SEAMLESS GUTTER
w/ (4) DOWNSPOUTS &

HEAT TRACE
(SEE ELECTRICAL

DRAWINGS)

TYPICAL SEAMLESS
GUTTER w/ (4)
DOWNSPOUTS &
HEAT TRACE
(SEE ELECTRICAL
DRAWINGS)

TYPICAL SEAMLESS
GUTTER w/ (4)
'DOWNSPOUTS &
HEAT TRACE
(SEE ELECTRICAL
DRAWINGS)

452
3 452

2

452
1

452
4

452
5

452
4

452
5

452
2

452
2

PLUMBING VTR; SEE
MECHANICAL DRAWINGS

(4) VTR; SEE
MECHANICAL DRAWINGS

TYPICAL SAFETY TIE-OFF AT ROOF
SYSTEM, (1) REQUIRED THIS SIDE.
SEE STRUCTURAL DRAWINGS FOR

REINFORCING AT FRAMING, &
DETAIL  

452
3

TYPICAL SAFETY TIE-OFF AT ROOF
SYSTEM, (1) REQUIRED THIS SIDE.
SEE STRUCTURAL DRAWINGS FOR
REINFORCING AT FRAMING, &
DETAIL  

452
3

ANCHOR CLIPS

HIP CAP NEOPRENE CLOSURE

"Z" CLOSURE

GUARD

PANEL

PLYWOOD

SEALANT

PANEL

GUARD

BUTYL TAPE

#12 x 1"  WAFER
HEAD SCREWS

FRAME

STANDING SEAM
METAL ROOF ON
5

8"  EXT PLYWOOD

INSECT SCREEN-
PROVIDE BLANK-OFF PANEL
TO OWNER STORAGE

WOOD FRAMING

FLASHING/FASCIA
CAP

1
2" PVC PTD. SOFFIT

METAL FASCIA
& TRIM

METAL SIDING &
PVC PTD TRIM ON

PLYWOOD BACKUP

METAL  FLASHING
OVER ALUM BEAD

ALUM BEAD
ALONG SIDES

WATERPROOF
ALUMINUM LOUVER

GUARD

ANCHOR CLIPS

PANEL

SHIELD

EAVE TRIM

TRIM BOARDS

FASCIA TRIM

PLYWOOD

WOOD
FRAMING

#12 x 1"
WAFER HEAD SCREWS

CONT. SOFFIT
VENT

ALLO
W FO

R

THERMAL

EXP
ANSION

1
2" P.T.

PLYWOOD
1
2" PVC COMPOSITE

SOFFIT PANELS

ROOF SAFETY TIE-OFF

HEMMED BREAK-METAL
FLASHING w/ SEALANT BEAD

MEMBRANE FLASHING ADHERED
TO POST & BASE - OVERLAP ONTO
METAL ROOFING

BREAK-METAL FLASHING w/
WATERTIGHT SEAL AT UPPER &
LOWER EDGES. FORM INTO
STANDING SEAM AT SIDES.

SEE STRUCTURAL
DRAWINGS FOR
ANCHOR DETAIL

WOOD
FRAMING

WATERPROOF
ALUM LOUVERS

ALUM PAN/SILL

METAL SIDING ON
PLYWOOD BACKUP

FLASHING & PANEL
CLOSURE PIECE

STANDING SEAM
METAL ROOF

ON  58" PLYWOOD

GIRDER TRUSS

MONO TRUSS

GABLE TRUSS

INSECT SCREEN;
PROVIDE BLANK-OFF
PANEL TO OWNER STORAGE
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AS NOTED

ROOF PLAN
SCALE: 1/4" = 1'-0"

GABLE LOUVER SILL DETAIL5

FLASHING AT ROOF SAFETY TIE-OFF3

GABLE LOUVER RAKE DETAIL4ROOF HIP / RIDGE DETAIL

ROOF EAVE DETAIL

1

2

3"=1'-0"

3"=1'-0"

3"=1'-0"

3"=1'-0" 63"=1'-0"

NORTH
PLAN



454
A

454
B

454
A

454
B

102
103

12
6

12
6

12
6

12
6

12
6

12
6

12
6

12
6

10'-0"
TYP.

4'-0"
TYP.

LIGHTNING PROTECTION;
SEE ELECTRICAL DRAWINGS

STANDING SEAM METAL
ROOFING SYSTEM w/

ICE & WATER PROTECTION LAYER

ICE & SNOW GUARDS

PTD COMPOSITE SOFFIT
@ OVERHANG
& FRIEZE TRIM

METAL CLAD FASCIA
& DRIP EDGE

TO MATCH METAL
ROOFING SYSTEM

BRICK VENEER SOLDIER
COURSE

TYPICAL ALUMINUM WINDOW
w/ PRECAST SILL

TYPICAL PTD H.M. DOOR & FRAME

BRICK VENEER

GRADE; SEE SITE DRAWINGS

TYPICAL WEEP JOINTS
@ BOTTOM COURSE

GABLE END LOUVER

LIGHTNING PROTECTION;
SEE ELECTRICAL DRAWINGS

STANDING SEAM METAL
ROOFING SYSTEM w/

ICE & WATER PROTECTION LAYER

ICE & SNOW GUARDS

PTD COMPOSITE SOFFIT
@ OVERHANG
& FRIEZE TRIM

METAL CLAD FASCIA
& DRIP EDGE TO MATCH

METAL ROOFING SYSTEM

BRICK VENEER SOLDIER COURSE

TYPICAL ALUMINUM WINDOW
w/ PRECAST SILL

BRICK VENEER

GRADE; SEE SITE DRAWINGS

TYPICAL WEEP JOINTS
@ BOTTOM COURSE

TYPICAL ROOF SAFETY TIE-OFF

GABLE END LOUVER

PLUMBING VENT;
SEE MECHANICAL

DRAWINGS

10'-0"
TYP.

4'-0"
TYP.

FINISH FLOOR
EL. = 220.20'

FINISH FLOOR
EL. = 220.20'

A

101

CONT. SEAMLESS GUTTER
& DOWNSPOUTS

SEE SITE DRAWINGS
FOR DOWNSPOUT
DRAINAGE DETAIL

CONT. SEAMLESS GUTTER
& DOWNSPOUTS;

SEE SITE DRAWINGS FOR
DOWNSPOUT DRAINAGE DETAIL

B

B C

ALUMINUM STOREFRONT
DOOR / WINDOW SYSTEM

TYPICAL PTD H.M. DOOR & FRAME

A A

002

BASEMENT
EL. = 207.20'

SEE SITE & STRUCTURAL
DRAWINGS FOR WALK-OUT

BASEMENT

A

EXTERIOR MATERIALS COLOR LEGEND

GREEN  KYNAR GREEN  PAINT

BRICK RED - NATURAL

CONCRETE - NATURAL

WARM GRAY

WHITE  PAINT

ALL   1   ITEMS SHALL BE THE SAME
KYNAR COLOR (EXACT MATCH) AS
DETERMINED BY THE ARCHITECT

NOTE:

1

2

3

4

5

6

8
'-8

"
TY

P.

8
"

8
'-8

"
TY

P.

8
"

1

1

1

1

1

TYPICAL ALUMINUM
STOREFRONT DOOR & FRAME 1

1

6

2

2

4

455
2

455
1

455
3

455
11

455
3

455
1

455
1

1

1

1

1

1

6

2

2

4

1

1

5

3

1

460
3

455
5

@ HEAD

@ SILL

460
7

455
4

@ HEAD

@ SILL460
7

455
4

@ HEAD

@ SILL460
3

455
5

@ HEAD

@ SILL 460
3

455
5

@ HEAD

@ SILL

460
3

455
5

@ HEAD

@ SILL

455
2

7
'-0

"

36" x 36" LOUVER 1

PLUMBING VENT;
SEE MECHANICAL
DRAWINGS

TUNNEL FLOOR
EL. = 207.20' +/-

TUNNEL OPENING;
SEE STRUCTURAL

DRAWINGS

GRADE BEYOND
(DASHED); SEE SITE
DRAWINGS

RETAINING WALL
w/ 42" HIGH
GUARDRAIL; SEE
SITE DRAWINGS

RETAINING WALL
w/ 42" HIGH
GUARDRAIL; SEE
SITE DRAWINGS

RETAINING WALL
w/ 42" HIGH
GUARDRAIL; SEE
SITE DRAWINGS

TYPICAL ROOF SAFETY TIE-OFF 1

TYPICAL ROOF SAFETY TIE-OFF 1
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1/4"=1'-0"

FRONT ELEVATION
SCALE: 1/4" = 1'-0"A RIGHT ELEVATION

SCALE: 1/4" = 1'-0"B

REAR ELEVATION
SCALE: 1/4" = 1'-0"C

LEFT ELEVATION
SCALE: 1/4" = 1'-0"D

(EAST) (NORTH)

(SOUTH)
(WEST)



108

LIGHTNING PROTECTION;
SEE ELECTRICAL DRAWINGS

12
6

12
6

12
6

12
6

STAIR
002

STANDING SEAM METAL ROOFING SYSTEM
w/ ICE & WATER PROTECTION LAYER

ON 58" EXTERIOR PLYWOOD

WOOD TRUSSES;
TOP CHORD 2x6 MIN.

GABLE END TRUSS SHOWN (w/o LOUVER);
SEE STRUCTURAL DRAWINGS

(2) LAYERS OF 6" BATT
INSULATION (R-30)

4'-0"
TYP.

4'-0"
TYP.

GUTTER

1
2" PTD COMPOSITE

PANEL SOFFIT / FRIEZE TRIM
@ 12" PLYWOOD BACKER

PANEL (TYP)ALUMINUM WINDOW
w/ PRECAST SILL, TYP.

ALUMINUM WINDOW
w/ PRECAST SILL, TYP.

5
8" F.C. GWB @

ALL TRUSSESS.A.T. CEILING
9
'-0

"
A
.F

.F
.

5
8" F.C. GWB @

ALL TRUSSESS.A.T. CEILING

9
'-0

"
A
.F

.F
.

1
1
'-3

3
8
"

(1
6

 C
M

U
 C

O
U
R
S
ES

)

1
1
'-3

3
8
"

T.
O

. 
C

O
N
C

. 
TO

 T
.O

. 
PL

A
TE

FINISH FLOOR
EL. = 220.20'

FINISH FLOOR
EL. = 220.20'

CONCRETE WALK;
SEE SITE DRAWINGS

8
'-8

" A
.F

.F
.

TY
P.

CONCRETE WALK;
SEE SITE DRAWINGS

FLOOR STRUCTURE;
SEE STRUCTURAL DRAWINGS

FLOOR STRUCTURE;
SEE STRUCTURAL
 DRAWINGS

BRICK VENEER11 1

STORAGE
003

BREAK
ROOM

103

OFFICE
102

3

MECHANICAL
ROOM

004 003
4

BASEMENT
EL. = 207.20'

8
'-8

"

A

B
STAIR

107

TYP. HIGH PERFORMANCE
WATERPROOFING
AT FOUNDATION

102

(1 HR RATED)

(1 HR
RATED)

(1 HR RATED)

ATTICATTIC
454

1
SIM.

454
4

8" SOLDIER
COURSE, TYP.

CONCRETE / METAL DECK
AT STEEL STRUCTURE

461
3

461
4

SIM.

461
1

461
2

457
4

TYP.

TYP. PTD METAL
HANDRAIL @ 36" A.F.F.

CONCRETE FILLED
METAL PAN STAIRS;

SEE STRUCTURAL
DRAWINGS

457
4

TYP.

PERIMETER DRAIN,
TYP.

T.O.F.
EL. = 203.20'

TYP. HIGH PERFORMANCE
WATERPROOFING
AT FOUNDATION

T.O.F.
EL. = 203.20'

TYP. HIGH PERFORMANCE
WATERPROOFING
AT FOUNDATION

RETAINING WALL
(BEYOND)

NOTE: ALIGN
SOFFIT w/ TOP OF
SOLDIER COURSE,
ENTIRE PERIMETER
OF BUILDING

NOTE: ALIGN
SOFFIT w/ TOP OF
SOLDIER COURSE,
ENTIRE PERIMETER

OF BUILDING

T.O.F.
EL. = 206.20'

BASEMENT
EL. = 207.20'

T.O.F.
EL. = 206.20'

11
2
"

21
2
"

2
"

8
"

TOP OF METAL DECK

MINERAL FIBER IN
DECK FLUTES, TYP.

BOTTOM OF MTL DECK

CONT. ACOUSTIC SEALANT,
BOTH SIDES AT NON-RATED
PARTITIONS

FIRE-RATED GYPSUM
COMPOUND or FIRE CAULK
CONT. BOTH SIDES @
FIRE RATED PARTITIONS

FIRE TRAK

5
8" TYPE "X" GWB, CUT TO

FIT DECK FLUTES

METAL STUD

1 HOUR FIRE RATED
HEAD CONDITION
PERPENDICULAR TO DECK
(SIMILAR AT JOISTS / BEAMS)

TYPICAL UL #404
ONE HOUR FIRE
RATED DEMISING
PARTITION

FIRE-RATED GYPSUM
COMPOUND or FIRE CAULK
CONT. BOTH SIDES @
FIRE RATED PARTITIONS

CONT. ACOUSTIC SEALANT,
BOTH SIDES AT NON-RATED
PARTITIONS

FIRE TRAK

METAL STUD

5
8" TYPE "X" GWB, CUT TO

FIT DECK FLUTES

METAL FRAMING CHANNELS
@ 16" O.C. w/ 58" F.C. GWB
(1 HR RATED)

ROOF TRUSSES, INSULATION
& VAPOR BARRIER (DASHED)

METAL FRAMING CHANNELS
@ 16" O.C. w/ 58" F.C. GWB
(2 LAYERS @ 2 HR RATED
CEILING)

ROOF TRUSSES, INSULATION
& VAPOR BARRIER (DASHED)

FIRE-RATED GYPSUM
COMPOUND or FIRE CAULK
CONT. BOTH SIDES @
FIRE RATED PARTITIONS

FIRE TRAK

5
8" TYPE "X" GWB, CUT TO

FIT DECK FLUTES

METAL STUD

TYPICAL UL #404
TWO HOUR FIRE
RATED DEMISING
PARTITION

11
2
"

21
2
"

2
"

8
"

CONT. ACOUSTIC SEALANT,
BOTH SIDES AT NON-RATED
PARTITIONS

FIRE-RATED GYPSUM
COMPOUND or FIRE CAULK
CONT. BOTH SIDES @
FIRE RATED PARTITIONS

FIRE TRAK

5
8" TYPE "X" GWB

TO B.O. DECK

METAL STUD

1 HOUR FIRE RATED
HEAD CONDITION
PARALLEL TO DECK
(SIMILAR AT JOISTS / BEAMS)

TOP OF METAL DECK

POSI-CLIPS
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1/4"=1'-0"

BUILDING SECTION A
SCALE: 1/4" = 1'-0"A BUILDING SECTION B

SCALE: 1/4" = 1'-0"B

455
2

455
1

455
1

455
2

1 HR RATED HEAD CONDITION PERPENDICULAR TO DECK31 3"=1'-0" 3"=1'-0"2 HR FIRE RATED HEAD CONDITION AT ROOF TRUSSES2 3"=1'-0" 1 HR RATED HEAD CONDITION PARALLEL TO DECK4 3"=1'-0"1 HR FIRE RATED HEAD CONDITION AT ROOF TRUSSES



9

460

6
12

9

460

220.20'

F.F.E.

207.20'

F.F.E.

5
457

INSULATION VENT

12" (2 - 6" LAYERS)
BATT INSULATION
(R-30 MIN.)

(1) LAYER F.C. 58"
GWB @ 78"
METAL FRAMING
@ 16: O.C. &
VAPOR BARRIER
(2 LAYERS F.C.
GWB @ 111 )
SEE

5
8" GWB ON 1 12"

FURRING

SUSPENDED A.C.T.
CEILING - SEE
FINISH SCHEDULE

5
8" GWB ON 1 12" FURRING

ON 8" CMU

3" AIR SPACE w/
2" INSULATION (R-10)
w/ 34" DRAINAGE MAT
(FULL HEIGHT)

WEATHER BARRIER AT
OUTSIDE FACE OF CMU

METAL TIES @ EVERY
OTHER CMU COURSE

WALL BASE & FLOOR
FINISH - SEE
FINISH SCHEDULE

SUSPENDED
ACOUSTICAL
CEILING - SEE
FINISH SCHEDULE

WALL BASE - SEE
FINISH SCHEDULE

CONCRETE SLAB - SEE
STRUCTURAL DRAWINGS

UNDISTURBED
SUBGRADE

CONCRETE FOOTING - SEE
STRUCTURAL DRAWINGS

2" / R-10 RIGID INSULATION
w/ METAL Z FURRING AT
24" O.C. & 58" PTD GWB

FLOOR STRUCTURE - SEE
STRUCTURAL DRAWINGS

CONCRETE FOUNDATION -
SEE STRUCTURAL DRAWINGS

TYPICAL HIGH PERFORMANCE
WATERPROOFING COATING

AT FACE OF ENTIRE FOUNDATION
& FOOTING (DASHED)

COMPACTED GRAVEL -
SEE SITE DRAWINGS

CONC. WALK -
SEE SITE DWGS

JOINT FILLER
& SEALANT

BRICK OVERHANGS
CONC. FOUNDATION

BY 12", TYP.

THRU-WALL CONT.
FLASHING &
DRIP PLATE

BRICK VENEER

4'-0"
TYP.

2
'-8

"
8
'-8

"
1
3
'-0

"

V
A
R
IE

S

MASONRY SOLDIER COURSE

1
2" PTD COMPOSITE SOFFIT /

FRIEZE TRIM @ 12" P.T.
PLYWOOD SHEATHING;

ALIGN w/ TOP OF SOLDIER
COURSE, TYP.

CONTINUOUS
SOFFIT VENT

GUTTER -
SEE ROOF

PLAN

FASCIA

WOOD FRAMING
(2x4 MIN.) AT

SOFFIT / TRUSS

R-10 INSULATION
AT CMU

FULL COVERAGE
ICE & WATER

PROTECTION LAYER

STANDING SEAM
METAL ROOF ON 58"

EXT. PLYWOOD
w/ METAL FASCIA

P.T. CONT. WOOD NAILER @
CONT. CMU BOND BEAM -

SEE STRUCTURAL DWGS

1'-5"

6
" M

A
X.

 T
O

W
A
TE

R
PR

O
O

FI
N
G

(T
YP

)

PERIMETER
DRAIN, TYP.

206.20'

F.F.E.

3
460

1
460

220.20'

F.F.E.

460
14

6

12

5
457

(1) LAYER F.C. 58"
GWB @ 78"
METAL FRAMING
@ 16: O.C. &
VAPOR BARRIER
(2 LAYERS F.C.
GWB @ 111 )
SEE

5
8" GWB ON 1 12"

FURRINGGUTTER -
SEE ROOF

PLAN

FASCIA

WOOD FRAMING
(2x4 MIN.) AT

SOFFIT / TRUSS

R-10 INSULATION
AT CMU

FULL COVERAGE
ICE & WATER

PROTECTION LAYER

STANDING SEAM
METAL ROOF ON 58"

EXT. PLYWOOD
w/ METAL FASCIA

P.T. CONT. WOOD NAILER
@ CONT. CMU BOND BEAM -

SEE STRUCTURAL DWGS

5
'-4

"

8
"

STEEL FRAME  -
SEE STRUCTURAL
DRAWINGS

SUSPENDED
A.C.T. CEILING

PTD GWB RETURN
(BEYOND)

ALUM WINDOWS - SEE
WINDOW SCHEDULE

PTD COMPOSITE SILL

PTD COMPOSITE
APRON TRIM
5

8" GWB ON 1 12"
FURRING @ 8" CMU

3" AIR SPACE w/
2" INSULATION (R-10)
w/ 34" DRAINAGE MAT

WALL BASE & FLOOR
FINISH - SEE
FINISH SCHEDULE

SEE FOR BASEMENT
PORTION OF WALL

CONCRETE FOUNDATION -
SEE STRUCTURAL DRAWINGS

COMPACTED GRAVEL -
SEE SITE DRAWINGS

CONC. WALK - SEE
SITE DWGS

JOINT FILLER
& SEALANT

THRU-WALL CONT.
FLASHING DRIP PLATE

BRICK VENEER

THRU WALL FLASHING

PRECAST
CONCRETE SILL

FLASHING

BRICK VENEER
(BEYOND)

ALUMINUM WINDOW -
SEE WINDOW SCHEDULE

8
'-8

"

4'-0"
TYP.

12" (2 - 6" LAYERS)
BATT INSULATION
(R-30 MIN.)

1
2" PTD COMPOSITE

SOFFIT / FRIEZE TRIM  @
1
2" P.T. PLYWOOD

SHEATHING; ALIGN w/ TOP
OF SOLDIER COURSE, TYP.

CONTINUOUS
SOFFIT VENT

TYPICAL HIGH PERFORMANCE
WATERPROOFING COATING

AT FACE OF ENTIRE FOUNDATION
& FOOTING (DASHED)

220.20'

F.F.E.

7
460

1

460
SIM

6

12

5
8" GWB ON 1 12"

FURRING

GUTTER -
SEE ROOF

PLAN

FASCIA

WOOD FRAMING
(2x4 MIN.) AT

SOFFIT / TRUSS

SUSPENDED
A.C.T. CEILING

12" (2 - 6" LAYERS /
R-30 BATT INSULATION

2x6 CONT. P.T.
BLOCKING @ BOND
BEAM w/ 58" GWB
ON 1x3 STRAPPING
& VAPOR BARRIER

CMU BOND BEAMS-
SEE STRUCTURAL
DRAWINGS
STEEL FRAME -
SEE STRUCTURAL
DRAWINGS

PTD GWB RETURN
AT WALL (BEYOND)

460
14

SEE FOR BASEMENT
PORTION OF WALL

CONCRETE FOUNDATION -
SEE STRUCTURAL DRAWINGS

COMPACTED GRAVEL -
SEE SITE DRAWINGS

CONC. WALK - SEE
SITE DWGS

JOINT FILLER
& SEALANT WALL BASE & FLOOR

FINISH - SEE
FINISH SCHEDULE

SLOPE OUTER EDGE
OF CONCRETE 18" PLF
@ DOOR THRESHOLD

ALUMINUM STOREFRONT
FRAME

MASONRY (BEYOND)

ALUMINUM STOREFRONT
WINDOW / DOOR / TRANSOM-

SEE DOOR SCHEDULE

STEEL LINTEL AT M.O. -
SEE STRUCTURAL DRAWINGS

MASONRY SOLDIER COURSE
STEEL LINTEL AT M.O.

1
2" PTD COMPOSITE SOFFIT /

FRIEZE TRIM @ 12" P.T. PLYWOOD
SHEATHING; ALIGN w/ TOP OF

SOLDIER COURSE, TYP.

CONTINUOUS
SOFFIT VENT

STANDING SEAM METAL
ROOFING / ICE & WATER

UNDERLAYMENT @
5

8" EXT. PLYWOOD
w/ METAL FASCIA

TRUSS ANCHORS - SEE
STRUCTURAL DWGS

4'-0"
TYP.

TYPICAL HIGH PERFORMANCE
WATERPROOFING COATING

AT FACE OF ENTIRE FOUNDATION
& FOOTING (DASHED)

9
460

9
460

TYPICAL CMU

TYPICAL BRICK VENEER

TYPICAL WEEP JOINTS AT
24" O.C. AT THRU WALL

FLASHING (DASHED)

CONT. DRIP PAN
FLASHING AT

FINISH FLOOR ELEVATION

JOINT FILLER &
SEALANT

GRADE OR CONCRETE
WALK - SEE SITE

DRAWINGS

FOUNDATION -
SEE STRUCTURAL

DRAWINGS

3" CAVITY W/ 2"
RIGID INSULATION
& MASONRY MAT

CONT. THRU-WALL
FLASHING

BRICK
SOLDIER
COURSE

STEEL LINTEL
w/ THRU-WALL

FLASHING

2" WEEP
JOINT

(DASHED)

CONT.
SEALANT

ALUMINUM
WINDOW

BRICK
(BEYOND)

3" CAVITY & 2" RIGID INSULATION
& MASONRY MAT (FULL HEIGHT)

CMU BOND
BEAM

P.T. 2x4
BLOCKING
@ R.O.

CONT. SHIM

PTD 58"
GWB @
1 12" MTL
FURRING

SEALANT @
PTD J BEAD
w/ 78" MTL
FURRING
@ RETURNS

PTD GWB
(BEYOND)

BRICK
SOLDIER
COURSE

STEEL LINTEL
w/ THRU-WALL

FLASHING

2" WEEP
JOINT

(DASHED)

CONT.
SEALANT

ALUMINUM
STOREFRONT

DOOR

BRICK
(BEYOND)

3" CAVITY & 2" RIGID INSULATION
& MASONRY MAT (FULL HEIGHT)

CMU BOND
BEAM

P.T. 2x4
BLOCKING
@ R.O.

CONT. SHIM

PTD 58"
GWB @
1 12" MTL
FURRING

SEALANT @
PTD J BEAD
w/ 78" MTL
FURRING
@ RETURNS

PTD GWB
(BEYOND)
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AS NOTED

TYPICAL EXTERIOR WALL SECTION 3"=1'-0"1 3/4"=1'-0"3/4"=1'-0"3/4"=1'-0" 2 3EXTERIOR WINDOW WALL SECTION 6EXTERIOR DOOR WALL SECTION CAVITY WALL SECTION DETAIL

4

5

8
" +

/- 
(V

A
R
IE

S
)

EXTERIOR WINDOW HEAD @ MASONRY 3" =1'-0"

EXTERIOR DOOR HEAD @ MASONRY 3" =1'-0"



DOOR TYPES

WINDOW TYPES NO SCALE

3NO SCALE

B EXTERIOR FIXED THERMAL BREAK ALUMINUM
STOREFRONT WINDOW

A EXTERIOR ALUMINUM
WIDE STYLE B FLUSH PTD. C FLUSH PTD

FULL LITE DOOR
H.M. DOOR

DOOR FRAME TYPES 3/8" = 1'-0"

D PROFILEB PROFILE
PAINTED HOLLOW A EXTERIOR THERMAL -

BREAK ALUMINUM FRAME E INTERIOR DRYWALL PROFILE
PAINTED HOLLOW METAL FRAME

2"X4" NOMINAL
THERMAL

ALUMINUM
FRAME

A

GLASS TYPES NO SCALE

TYPE "A" - CLEAR TINTED

TYPE "B" - CLEAR TINTED

TYPE "C" - OBSCURE TINTED

TYPE "D" - CLEAR SINGLE PANE

TYPE "E" - CLEAR FIRE RATED

TYPE "F" - SPANDREL PANEL

INSULATED GLASS

INSULATED GLASS

TEMPERED GLASS

SINGLE PANE GLASS

INSULATED GLASS

TEMPERED

D FLUSH PTD.

2'-0"
M.O.

2
'-0

"
M

.O
.

EQ. EQ.

5'-4"
M.O.

EQ
.

EQ
.

5
'-4

"
M

.O
.

3'-0"

3
'-4

"

2"

2
"

2"

ALUMINUM SILL
PAN FLASHING

ALUMINUM SILL PAN FLASHING

3'-4"
M.O.

8
'-8

"
M

.O
.

3'-4"

7
'-0

"

6'-4"

7
'-0

"

2
"

2"

2
"

2"

2
"

2"

2"

2
"

2"

2"

5
"

5"
5"

6
"

8
" 3

4
"-
4
4
" A

.F
.F

.

1
0
"

10"

SEE DOOR
SCHEDULE
FOR GLASS
TYPE

SEE DOOR
SCHEDULE
FOR GLASS
TYPE

SEE DOOR
SCHEDULE

FOR GLASS
TYPE

PTD H.M.

PTD H.M.

3
6
"

24"

ALUMINUM STOREFRONT WINDOW
EXTERIOR FIXED THERMAL BREAK 

W/ TRANSOM

D INTERIOR PAINTED DRYWALL PROFILE
HOLLOW METAL BORROWED LITE

C EXTERIOR FIXED THERMAL BREAK ALUMINUM
STOREFRONT WINDOW

EQ. EQ.

8'-0"
M.O.

EQ
.

EQ
.

5
'-4

"
M

.O
.

EQ.

w/ LITE
H.M. DOOR H.M. DOOR

w/ LITE

METAL FRAME
PAINTED HOLLOW 
METAL FRAME

INTERIOR DRYWALLEXTERIOR MASONRY

C EXTERIOR MASONRY PROFILE
PAINTED HOLLOW 
METAL FRAME

8'-6"
M.O.

8
'-8

"
M

.O
.

2
"

2"

2
"

2"

5
'-4

"
M

.O
.

5'-2"
M.O.

2"2"

2
"

2
"

2
"

2"X4" NOMINAL
THERMAL

ALUMINUM
FRAME

3'-4" / 4'-4"
(SEE SCHEDULE)

M.O.

8
'-8

"
M

.O
.

2
"

2"

2
"

2"

1
'-2

"

3
4
"-
4
4
" A

.F
.F

.

3
4
"-
4
4
" A

.F
.F

.

3
4
"-
4
4
" A

.F
.F

.

NOTE:  INTERIOR DOOR 
UNDERCUT SHALL NOT
EXCEED 3/4" (MAX.)

INSUL INSULATED

DOORS FRAMES

REMARKS TYPE FR PROFILE
DETAILS

FRHDWEINSULTHKSIZE MATERIALNO. TYPE
GLASS

HEAD JAMBSIZETYPE

THRESHOLDS

FINSILL
DETAILS

(w x h)

T
TH
V
W
WD

TEMPERED
THERMAL INSULATED
VINYL
WIRE
WOODHOLLOW METAL

GLASS
ELECTRO MAGNETIC HOLD OPENER
EXISTING
ALUMINUMAL

HM
GL
EMHO

AL

W / WITH
STAINLESS STEELSS

E

ABBREVIATIONS

SCHEDULE
DOOR

001

002

003

004

1 3/4" NO HW-8 1 HR E 1 HR DW CONCNONE -

NOMINAL SIZE

T
TH
V
W
WD

TEMPERED
THERMAL INSULATED
VINYL
WIRE
WOODHOLLOW METAL

GLASS
ELECTRO MAGNETIC HOLD OPENER
EXISTING
ALUMINUMAL

HM
GL
EMHO

AL

W / WITHSTAINLESS STEELSS

E

ABBREVIATIONS

SCHEDULE
WINDOW

REMARKSNO. TYPE
MANUFACTURER DETAILS

MUNT MULLSILLJAMBHEADMATERIAL MODEL WIDTH HEIGHT
A FIXED ALUMINUM T- BREAK 2'-0" 2'-0"

VINYL COVE BASE
VINYL COMPOSITION TILE
VINYL WALL COVERING
WALL COVERING (TYPE)

RCB RUBBER COVE BASE

ABBREVIATIONS

FCS

FV
GL

FLOOR COATINGS SYSTEM

FIELD VERIFY
GLASS

QTFRP

VCB
VCT
VWC
WC(1)
WD

QUARRY TILEFIBERGLASS REINFORCED PANELS

WOOD

FINISH
SCHEDULE

NAME
WALLS FLOOR

N E S W MATL BASE MATL BASE
CLG A CLG B

TYPE HT TYPE HT
REMARKS

EPOXY PAINT
EXISTING
CERAMIC TILE
CONCRETE MASONRY UNIT
CONCRETE W/ HARDENER
CARPET

EP
E
CT
CMU
CH
C

GWB
P
PCS PAINT COAT SYSTEM

PAINT
GYPSUM WALL BOARD

STAINLESS STEELSS

STORAGE ROOM

NO.

P P P P CONC VCB -- 13'-8+/-STRUCT --

C 6070 PR 1 3/4" NO HW-9 -

C 1 3/4" NO

HW-10

1 HR -

C 1 3/4" NO

HW-10
- -

ALUM

CONC

NONE

NONE

NONE

E MAS

E 1 HR DW

E DW

B FIXED ALUMINUM 5'-4" 5'-4"

C

T- BREAK

STAIR P P P P RUBBER VCB -- P --
HALL P P P P CONC VCB -- 10'-0"SAT --

TYPE "A" GLASS

TYPE "A" GLASS1-460 2-460 3-460 - -

- -1-460 2-460 3-460

CONC

FIXED HOLLOW METAL 3'-0" 3'-4"DW PROFILE TYPE "D" GLASS

-

-
FIRE RATED GLASS "E"

-

-

101 A 3070 1 3/4" NO HW-1 - FULLT/TH

102 A 3070 1 3/4" NO HW-1 - FULLT/TH

103 C 4070 1 3/4" YES HW-2 -

10x10

104 D 3070 1 3/4" NO HW-3 -

105

106

D 3070 1 3/4" NO HW-6 24x36FIRE

107

C 3070 1 3/4" NO HW-5 - --

GLASS "B"

GLASS "B"

GLASS "B"

GLASS "D"

RATED GLASS "E"

C - ALUM ALUM -7-460

A - ALUM ALUM -7-460

B - MAS ALUM -7-460

D - DW -

D DW NONE -

D - DW NONE TILE-

108

C 3070 1 3/4" NO HW-5 - -- D - DW NONE -

3070 1 3/4" NO

C 3070 1 3/4" NO HW-7 - -- D - DW NONE -

TILE

TILE

101

102

103

104

105

106

107

108

109

MECHANICAL ROOM

OFFICE

BREAK ROOM

HALL

WOMEN'S

MEN'S

COMP. / UPS / ELECT.

CUSTODIAL

COUNTING ROOM

P P P P

P P P P

P P P P

P P P P

P P P P

P P P P

P P P P

P/FRP P/FRP

P/CT P/CT P/CT P/CT

P/CTP/CTP/CTP/CT

CONC

CONC

CT

CT

CT

CT

CT

CT

CT

EPOXY

VCB

VCB

VCB

VCB

CT

CT

VCB

VCB

MAT
-

-

-

-

-

-

-

--

--
VCB

VCB

-

-

-

-

-

-

-

-

--

--

--

--

--

--

--

--

--

--

STRUCT

STRUCT

12'-0+/-

9'-0"

13'-8+/-

13'-8+/-

SAT

SAT

SAT

SAT

SAT

SAT

SAT

P/GWB

9'-0"

9'-0"

9'-0"

9'-0"

9'-0"

9'-0"

11'-4"

1 HR RATED

FRP TO 48" A.F.F.

SEE 1-465 FOR CT. HT.

SEE 1-465 FOR CT. HT.

2 HR RATED (AT STRUCTURE)

8-460 8-460 8-460 SIMILAR

8-460 8-460

8-460 8-460

8-460 8-460

8-460 8-460

5-455 6-460

5-455 6-460

5-460 6-460

8-460 8-460

8-460 8-460

5-460 5-460

8-460 8-460

1 HR 1 HR

2 HR RATED

1 HR RATED

B 6070 PR

6070 PR

TOLL COLLECTOR STOR

STAIR P P P P RUBBER VCB -- SAT --12'-0+/- 1 HR RATED

FIXED ALUMINUM 8'-0" 5'-4"

D

T- BREAK TYPE "A" GLASS- -1-460 2-460 3-460

005 C 3070 1 3/4" NO HW-11 - - NONED DW CONC-8-460 8-4601 HR 1 HR

006 C 3070 1 3/4" NO HW-11 - - NONED DW CONC-8-460 8-4601 HR 1 HR

6070 PR

-

P P P P CONC --VCB --STRUCT 13'-8+/-CUST. / MAINTENANCE

1 HR RATED

1 HR RATED

D 3070 1 3/4" NO HW-4 - GLASS "D" D - DW -

109

-

1 HR

- 7-460

-

-

-

-

-

24x36

-

24x36

-

-

-

1 HR

-

-

-

-

-

-

001

002

003

004

005

006

P P
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WOMEN'S   105   SOUTHA WOMEN'S   105   B MEN'S   104   (REVERSED)

WOMEN'S   105   D MEN'S   104   (REVERSED)

WOMEN'S   105C

MEN'S   104   NORTHE

NOTES:
1. SEE SHEET 462 FOR TOILET   ACCESSORIES ADA

MOUNTING HEIGHTS.
2. INSTALL METAL TRIM UNITS AT ALL INTERIOR TILE

CORNERS AT WALLS / FLOOR. INSTALL METAL TRIM
CAP AT TOP OF WALL TILE.

8
'-9

" T
YP

.

8
'-0

" A
.F

.F
.

MIRROR &
SHELF

PTD GWB

TOP ROW OF TILE SHALL
HAVE FLAT METAL TRIM

UNIT AT EDGE -
TYP. ALL WALLS

5
'-6

" A
.F

.F
.

TY
P.

5
'-6

" A
.F

.F
.

8
'-9

" T
YP

.

8
'-0

" A
.F

.F
.

PTD H.M. DOOR
& FRAME

CERAMIC
TILE

ADA LAVATORY
& FAUCET

42"
GRAB BAR

36" GRAB BAR

ADA WC

TPD / SDU

PTD GWB

ADA LAVATORY
& FAUCET

MIRROR &
SHELF

TOP ROW OF TILE SHALL
HAVE FLAT METAL

TRIM UNIT AT EDGE -
TYP. ALL WALLS
CERAMIC TILE

36" GRAB BAR

ADA WC

ADA URINAL

T.P.D.

5
'-6

" A
.F

.F
.

CERAMIC
TILE

METAL TRIM
UNIT AT
FLOOR /

WALL
TRANSITION

42" GRAB BAR

PT

F MEN'S   104   

5
'-6

" A
.F

.F
.

TY
P.

CERAMIC
TILE

PT w/ BACKER
PANEL TO

MATCH
C.T. DEPTH;

FINISH
EDGE w/ S.S.

CLOSURE TRIM

4
'-0

" A
.F

.F
.

TY
P.

COAT HOOK

4
'-0

" A
.F

.F
.

TY
P.

COAT HOOK

TYP. INSIDE
CORNER METAL

TRIM UNIT -
TYPICAL ALL

WALLS

METAL TRIM
UNIT AT
FLOOR /

WALL
TRANSITION

METAL TRIM
UNIT AT
FLOOR /

WALL
TRANSITION

TYP. INSIDE
CORNER METAL

TRIM UNIT -
TYPICAL ALL

WALLS

METAL TRIM
UNIT AT
FLOOR /

WALL
TRANSITION

CHASE

UL# U491

1" F.C. GWB

2 12" SHAFT WALL
METAL STUDS @
24" O.C. (MAX.)

(2) LAYERS 58" F.C. GWB-
PAINT FINISH LAYER

212"

UL# P531

PRE-ENGINEERED
WOOD ROOF TRUSS
w/ R-30 INSULATION

7
8" METAL FURRING

@ 16" O.C.

5
8" F.C. GWB - PAINT

FINISH @ EXPOSED AREAS

PRE-ENGINEERED
WOOD ROOF TRUSS
w/ R-30 INSULATION

7
8" METAL FURRING

@ 16" O.C.

5
8" F.C. GWB - PAINT

FINISH

5
8" F.C. GWB

7
8" METAL FURRING

@ 24" O.C.
3
"

M
IN

.

7'-6" A.F.F. (MIN)
STAIR LANDING

SAT: SEE FINISH SCHEDULE

5
8" GWB w/ FINISHED CORNERS

15
8" x 35

8" 20 ga METAL SOFFIT
STUDS @ 16" O.C.; INSTALL 45°
BRACING @ 4'-0" O.C. (MAX)
& @ END OF SOFFIT

ANCHOR TOP TRACK
TO FLOOR STRUCTURE

CONC. / METAL
FLOOR ABOVE

STEEL STRUCTURE

7
8" METAL FURRING

@ 16" O.C.

(1) LAYER 58" F.C. GWB -
PAINT AT FINISH LAYER

FDFD

NOTE:  SEE SHEET 470 FOR TOILET ACCESSORIES
   ADA MOUNTING HEIGHTS.

TPD

42" GB

36" GB

ADA
WC

36"
GB

ADA
WC

ADA
URINAL

SDU

MIRROR
w/ SHELF

SD

SIGN
C

SIGN
D

MEN
104

WOMEN
105

4

5 MIRROR
w/ SHELF

SD

2

PT

PT

F

D

E

B
457

A

D

C

B
457

9
'-5

"
C

LE
A
R

9
'-5

"
C

LE
A
R

1
'-6

"
3
'-9

"
2
'-6

"
1
'-8

"

CH

CH

DRINKING FOUNTAIN/BOTTLE FILLER

5 5
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3"=1'-0"7 1 HR RATED CEILING DETAIL AT STEEL JOIST3"=1'-0"3 2 HR FIRE RATED SHAFT WALL

1 MENS  104   AND WOMENS  105  PLANS

3"=1'-0"4 1 HR RATED ROOF TRUSS DETAIL 3"=1'-0"5 2 HR RATED CEILING DETAIL AT WOOD TRUSS 3"=1'-0"6 SOFFIT DETAIL AT STAIR   002   /  107

1
2" =1'-0" 2 WOMEN'S  106   /   MEN'S   107   FLOOR PLAN ELEVATIONS 1

2" =1'-0"

106 107

A A

A

TPD TOILET PAPER DISPENSER

SDU SANITARY DISPOSAL UNIT

G.B. GRAB BAR

SD SOAP DISPENSER

PT PAPER TOWEL DISPENSER

CH COAT HOOK

TOILET ACCESSORY ABBREVIATIONS



2 KITCHEN CABINETS

1/2" = 1'-0"

SECTION AT COUNTING  101C

CUSTODIAL  109  @ MOP BASIN

KITCHEN CABINET SECTIONS
SCALE: 1/2" = 1'-0"

1

1 CUSTODIAL / STORAGE  109   INTERIOR ELEVATIONS

(ADA SINK)

(TYPICAL)

KITCHEN CABINET ELEVATION AT BREAK ROOM   103
SCALE: 1/2" = 1'-0"

36" WIDE OPEN
SPACE AT ADA SINK

1/2" = 1'-0"

SCALE: 1/2" = 1'-0"

STORAGE   109   SHELVESA SCALE:  1/2" = 1'-0"

STORAGE   109   @ SHELVES2

48" HIGH FRP WAINSCOT SHALL EXTEND
TO DOOR FRAME EDGE AT WEST WALL &

NOTE:

AS NOTED3 SHELVES AT   101   COUNTING  &   107   STORAGE

W3030W3030W3630W3030W3330

B30DB30B30B33

(COFFEE)

5'-0" AT NORTH WALL

4

PROVIDE SOLID WOOD BLOCKING 
AT WALL FRAMING AT ALL CABINETS

NOTE:

4
'-0

" A
.F

.F
.

7
'-4

" A
.F

.F
.

1'-4"

8
'-8

"

7
'-0

"

7
'-4

" A
.F

.F
.

H
EI

G
H
T 

O
F

S
TA

N
D

A
R
D

1
'-0

"
1
'-6

"
1
'-6

"
1
'-6

"
1
'-6

"

2
'-1

0
"

2
'-0

"
2
'-6

"

2'-0"

1'-0"

2
'-1

0
"

2
'-0

"
2
'-6

"

2'-0"

1'-0"

2
9
"

C
LE

A
R

9
'-0

"

2
'-1

0
"

2
'-0

"
2
'-6

"

2
9
"

C
LE

A
R

3
4
"

9
'-0

"

WORK SURFACE;
SEE  B  ABOVE

2x4 WOOD STUD BLOCKING
@ VERTICAL STANDARD LOCATIONS
IN WALL FRAMING

3
4" MELAMINE CLAD, 16" DEEP

PLYWOOD SHELVES - (5) TOTAL

METAL STANDARDS & HEAVY DUTY
BRACKETS. ANCHOR STANDARDS TO
WOOD BLOCKING or STUDS @ WALL FRAMING

WALL BASE

PTD GWB

MOP HANGER -
VERIFY LOCATION

W/ OWNER IN FIELD

FRP

MOP BASIN - SEE
PLUMBING DWGS

WALL BASE

EXTENDED SPOUT
FAUCET - SEE
PLUMBING DWGS

LAMINATE
CLAD WALL
CABINET w/
MELAMINE
INTERIOR
ADJUSTABLE
SHELVES

ALL EXPOSED
COUNTERTOP
SURFACE TO
BE LAMINATED -
POST FORMED

LAMINATE
CLAD BASE
CABINET w/
MELAMINE
INTERIOR SHELF
@ BREAK
ROOM  103

LAMINATE
CLAD WALL
CABINET w/
MELAMINE
INTERIOR
ADJUSTABLE
SHELVES

LAMINATE CLAD
PANEL TO MATCH
FACE OF
CABINETS BEYOND

ADA ACCESSIBLE
SINK & LAMINATE
POST-FORMED
COUNTERTOP

PIPE PROTECTION
AT OPEN SPACE

WALL BASE AT
CABINETS & WALL

LAMINATE
CLAD WALL
CABINET w/
MELAMINE
INTERIOR
ADJUSTABLE
SHELVES

LAMINATE CLAD
POST-FORMED
COUNTERTOPS &
BACKSPLASHES

WALL BASE (TYP)

PTD GWB

PTD GWB

LAMINATE CLAD
BASE CABINETS

STORAGE  109  @ SHELVES3

SECTION AT CUSTODIAL / 

PTD GWB

MTL STANDARDS
ANCHORED TO WOOD
STUD BLOCKING
AT WALL FRAMING

3
4" MELAMINE CLAD

16" DEEP PLYWOOD
SHELVES - (5) TOTAL

ADJUSTABLE HEAVY DUTY
METAL SHELF BRACKETS -
MIN. (2) PER SHELF

WALL BASE

1'-0" 30"
MAX.

30"
MAX.

1'-0"

7'-0"

458
A

18"
MAX.

1'-0"

3'-0"

458
A

5

W2730

B27

(MICRO)
3

W2730

B27

W2730

B27

KITCHEN CABINET ELEVATION AT BREAK ROOM   103
SCALE: 1/2" = 1'-0"4

9
'-0

"

2
'-1

0
"

2
'-0

"
2
'-6

"

LAMINATE
CLAD WALL
CABINET w/
MELAMINE
INTERIOR

ADJUSTABLE
SHELVES

LAMINATE CLAD
POST-FORMED

COUNTERTOPS &
BACKSPLASHES

WALL BASE (TYP)

PTD GWB

PTD GWB

LAMINATE CLAD
BASE CABINETS

5
'-0

"
2
'-0

"

12" DEEP 34" MELAMINE CLAD
PLYWOOD SHELVES, (2) TOTAL

METAL STANDARDS ANCHORED TO
WOOD STUD BLOCKING AT
WALL FRAMING AT 30" O.C. MAX.

ADJUSTABLE HEAVY DUTY METAL
SHELF REMOVAL BRACKETS AT
30" O.C., MAX.

4
'-0

" A
.F

.F
.

109

MECHANICAL
CHASE MECHANICAL

CHASE

5'-0"

CUST. & MAINT.  006  (SIM) CUST. & MAINT.  006  (SIM)
(SIM-MOP BASIN & RACK)

SECTION AT WORK SURFACES / COUNTINGB SCALE: 3" = 1'-0"

NOTE:

2'-6" @  110  COUNTING STATIONS

1
 1 2

"
M

IN
.

3
6

" A
.F

.F
. 
- 

V
ER

IF
Y 

w
/

O
W

N
ER

 F
O

R
 H

EI
G

H
T

CONT. SEALANT @ WALL

3
4" x 34" CLEAR FINISH MAPLE DIVIDER

"STOP" AT COUNTING STATIONS ONLY (DASHED)

PLASTIC LAMINATE @ 34"
PLYWOOD WORK SURFACE CORE

CONT. 2x3 PTD LEDGER - RETURN SHOWN
DASHED AT SIDE WALL LOCATIONS

5
8" PTD GWB

CONT. 2x6 BLOCKING @ WALL FRAMING
(34" @ EXT. FURRED WALL LOCATIONS)

PTD 2x3 VERTICAL SUPPORT-
SEE FLOOR PLAN FOR LOCATIONS

INSTALL 34" x 34" CLEAR FINISH MAPLE
DIVIDER "STOP" AT COUNTING STATIONS.
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1/2" = 1'-0"1 COUNTING  101   INTERIOR ELEVATIONS

9
'-0

"

8'-0" WORK SURFACES;
SEE 3 B  ON 458

3
'-0

"
1
'-2

"

12" DEEP 34" MELAMINE CLAD
PLYWOOD SHELVES, (2) TOTAL

METAL STANDARDS ANCHORED TO
WOOD STUD BLOCKING AT

WALL FRAMING AT 30" O.C. MAX.
ADJUSTABLE HEAVY DUTY METAL

SHELF REMOVAL BRACKETS AT
30" O.C., MAX.

7 8

458
3C

ELEVATION AT COUNTING  1011 SCALE: 1/2" = 1'-0"

3
'-0

"

6'-0" WORK SURFACES;
SEE 3  B  ON 458

12" DEEP 34" MELAMINE CLAD
PLYWOOD SHELVES, (2) TOTAL

METAL STANDARDS ANCHORED TO
WOOD STUD BLOCKING AT

WALL FRAMING AT 30" O.C. MAX.

ADJUSTABLE HEAVY DUTY METAL
SHELF REMOVAL BRACKETS AT

30" O.C., MAX.

458
3C

7

PTD GWB

WALL BASE

PTD GWB

WALL BASE

SAFE
5

C

ELEVATION AT COUNTING  1012 SCALE: 1/2" = 1'-0"

7 8 7 8

7 8

COUNTERTOP EQUIPMENT
BY AUTHORITY

COUNTERTOP EQUIPMENT
BY AUTHORITY
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9

10

11

12 FIRE SEALANT AT PENETRATIONS3" = 1'-0" 3" = 1'-0"MASONRY EXPANSION JOINT DETAIL

3" = 1'-0"

3" = 1'-0"

3" = 1'-0"

3" = 1'-0"4 8 TYP. INTERIOR H.M. JAMB (HEAD SIM)

7 THRESHOLD DETAIL3 EXTERIOR WINDOW SILL

2 EXTERIOR WINDOW JAMB

5

6 EXTERIOR DOOR JAMB DETAIL 3" = 1'-0"

EXTERIOR WINDOW HEAD @ STEEL FRAME1

14

13

16

P.T.  2X4 BLOCKING
AT R.O.

3" = 1'-0"EXTERIOR DOOR HEAD @ STEEL FRAME

SILL PAN

CONCRETE SILL

FLASHING

PTD GWB
BEYOND

ALUM WINDOW

PTD PVC COMPOSITE
SILL & TRIM

3" CAVITY & 2" RIGID
INSULATION & MASONRY

MAT (FULL HEIGHT)

5
8" GYP. BCD. ON

11
2" FURRING ON CMU

FIRE SEALANT;  INTUMESCENT
SLEEVE AT PERIMETER OF
 PENETRATION AT BOTH SIDES OF
RATED ASSEMBLY

PIPE DUCT OR WIRE
PENETRATION W/
SLEEVE/BUSHING

FIRE RATED
PARTITION

SIMILAR AT FLOOR/CLG
RATED ASSEMBLY

AIR CAVITY

BRICK MASONRY
VENEER

MASONRY
ANCHOR

CONT. BACKER
ROD & SEALANT

MASONRY MAT
AT  RIGID INSULATION
(FULL HEIGHT)

CMU WITH
INSULATION
2" / R-10 RIGID
INSULATION
ATOP DAMP
PROOFING

3" = 1'-0"3" = 1'-0"

ALUMINUM DOOR & FRAME

PTD GWB BEYOND

DOOR BOTTOM
LEATHER STRAPPING

WALL BASE BEYOND

THRESHOLD SET IN
SEALANT

FLOOR FINISHES

CONCRETE FLOOR/
METAL DECK

CMU W/ INSULATION

P.T. 2X4 WOOD BUCK AT CAVITY JAMBS

SHIM

ALUMINUM DOOR & FRAME - SIM AT H.M.

THRESHOLD BELOW CONT. BACKER ROD

SEALANT BOTH FACESBRICK

31
2
"

M
IN

.

CONT. SHIM

PTD 58" GWB
AT 11

2" METAL
FURRING

SEALANT AT PTD
J BEAD W/ 78" MTL.
FURRING @
RETURNS

PTD GWB BEYOND

CONT.
SEALANT

ALUMINUM
WINDOW

BRICK BEYOND

3" CAVITY &
2" RIGID

INSULATION &
MASONRY MAT

(FULL HEIGHT)

BRICK FACE

P.T. 2X4
BLOCKING AT
JAMBS

CONT. SHIM
(AS REQ'D)

PTD 'J' BEAD
& SEALANT AT
7

8" MTL. FURRING

PTD PVC SILL
BELOW

ALUMINUM
WINDOW

SEALANT

SILL PAN BELOW

PRECAST SILL
BELOW

STEEL LINTEL
W/ THRU -

WALL
FLASHING

2" WEEP
JOINT

(DASHED)

CONC. BLOCK

5/8" GWB
ON 11

2" FURRING

3" CAVITY & 2" RIGID INSULATION &
MASONRY MAT (FULL HEIGHT)BRICK SOLDIER COURSE

STEEL BEAM-
SEE STRUCTURAL
DRAWINGS

P.T.  2X4 BLOCKING
AT R.O.

CONT. SHIM

PTD 58" GWB
AT 11

2" METAL
FURRING

SEALANT AT PTD
J BEAD

PTD GWB BEYOND

CONT.
SEALANT

BRICK BEYOND

STEEL LINTEL
W/ THRU -

WALL
FLASHING

2" WEEP
JOINT

(DASHED)

3" CAVITY & 2" RIGID INSULATION
& MASONRY MAT (FULL  HEIGHT)BRICK SOLDIER COURSE

NOTE: PROVIDE 3M/HRT SYSTEM
SPECIFIC TO EACH PENETRATION
TYPE PER UL/FM/NFPA

SIMILAR AT INTERIOR
BORROWED LITES   E   &   F

NOTES:

11
2"

MAX.

4"
10"

JAMB & SEALANT

5
8" PTD GWB AT 78" FURRING

BRICK BEYOND

2X NAILERS
& PLYWOOD
AT SILLS (TYP)

STEEL BEAM-
SEE STRUCTURAL
DRAWINGS

TYPICAL INTERIOR PARTITION -
SEE PLAN

PTD DOOR & FRAME

FRAME ANCHOR

DOUBLE MTL STUDS @ R.O.

CONT. SEALANT, BOTH SIDES OF FRAME

15 HALF WALL

1x4 PTD WOOD
APRON TRIM, EACH FACE

5
4 PTD WOOD CAP

w/ EASED EDGES

CONT. 2x4 NAILER
@ TOP PLATE

1
8" MIN.1

8" MIN.

4
2
"

A
.F

.F
.

6"

EXT INT

BRICK VENEER

1" AIR SPACE w/ 34" MASONRY MAT
(FULL HEIGHT)

2" R-10 CONT. RIGID INSULATION
ANCHORED TO FACE OF BLOCK

MASONRY TIES AT ALTERNATE
BLOCK COURSES

BITUMINOUS DAMP PROOFING LAYER
AT EXTERIOR FACE OF CMU BLOCK

8" MASONRY BLOCK w/ INSULATED
COURSES - SEE STRUCTURAL DRAWINGS
FOR REINFORCING

PTD 58" GWB ATOP 1 12" METAL FURRING
@ 16" O.C.

SEE FINISH SCHEDULE FOR TILE
LOCATIONS, THIS SIDE

PTD 58" WATER RESISTANT
GWB AT WALL TILE LOCATIONS

8" 20 GAGE METAL STUD
@ 16" O.C.

CERAMIC TILE - SEE
FINISH SCHEDULE

ACOUSTICAL BATT
INSULATION

UL NO. U495/U419

4A

4

1 58" x 3 58" - 20 GAGE
METAL STUDS AT 16" O.C.

5
8" F.C. GWB, EACH FACE OF FRAMING

@ 1 HR RATED LOCATIONS

ACOUSTICAL BATT INSULATION
AT CAVITY

(2) LAYERS OF 58" F.C. GWB,
EACH FACE OF FRAMING, @
2 HR RATED LOCATIONS

SEE FINISH SCHEDULE FOR TILE LOCATION

1 58" x 3 58" - 20 GAGE
METAL STUDS AT 16" O.C.

PTD 58"GWB, EACH FACE OF FRAMING

ACOUSTICAL BATT INSULATION
AT CAVITY

15
8" x 6" - 20 GAGE METAL

STUDS @ 16" O.C.

CONCRETE FOUNDATION -
SEE STRUCTURAL DRAWINGS

2" R-10 RIGID INSULATION
w/ METAL Z FURRING
@ 24" O.C.

PTD 58" GWB

1 58" x 3 58" - 20 GAGE
METAL STUDS AT 16" O.C.

PTD 58"GWB - NON-TOILET
ROOM SIDE OF WALL

ACOUSTICAL BATT INSULATION
AT CAVITY

PTD 58" MOISTURE RESISTANT GWB
AT TOILET ROOM SIDE OF WALL

CERAMIC TILE - SEE
FINISH SCHEDULE
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AS NOTED

1 1/2"=1'-0"EXTERIOR WALL 3"=1'-0"WATER RESISTANT PARTITION

3"=1'-0"

FIRE RATED PARTITION

TYPE 5

1 HR/TYPE 4

TYPE 1

4A2 HR/TYPE

3"=1'-0"PLUMBING PARTITION TYPE 2

3"=1'-0"

3"=1'-0"INTERIOR PARTITION TYPE 6

INTERIOR PARTITION TYPE 3 TYPE 73A

3

3A



7
"

M
A
X.

1"

2
"

M
IN

.

11"
MIN.

RUBBER STAIR TREAD
w/ NON-SLIP NOSING

CONC. FILLED METAL PAN
STAIR & SUPPORT CLEAT

PAINTED STEEL RISER

PTD STEEL
STRINGER CHANNEL

RETURN END TO WITHIN
1
4" OF WALL FINISH214"

CLR.

3
4
-3

8
" A

.F
.F

.
(T

YP
IC

A
L)

11
2" Ø PTD MTL HANDRAIL.

TOP EXTENSION SHALL
BE 12" HORZ.
BOTTOM EXTENSION
SHALL BE 11" INCLINED
+ 12" HORZ.
(SEE 7/A4 AND 8/A4)

FACE OF WALL

4" WIDE PTD METAL
BRACES WELDED TO
HANDRAIL AND BOLTED TO
SOLID BLOCKING AT
WALL PARTITION

ALTERNATE MATERIAL: PTD 11
2"Ø

WOOD RAILING REPLACING MTL.

3
4
" A

.F
.F

.
(T

YP
IC

A
L)

PTD 11
2" Ø METAL

PIPE HANDRAIL
AT WALL

12"
HORZ. EDGE OF TOP RISER

WALL SUPPORT

11"
SLOPED

3
4
" A

.F
.F

.
(T

YP
IC

A
L)

12"
HORZ.

PTD 11
2" Ø METAL

PIPE HANDRAIL
AT WALL

EDGE OF STAIR RUN
(LAST TREAD)

WALL SUPPORT

STAIR
107

DN

4A

4

1
7

 R
 @

 7
" M

A
X.

1
6

 T
 @

 1
1

" M
IN

.

1
2
"

4'-0"
CLEAR

STAIR
002

FLOOR STRUCTURE;
SEE STRUCTURAL

 DRAWINGS

4

7
"

M
A
X.

11"
MIN.

TYP. PTD METAL
HANDRAIL @ 36" A.F.F.

UP

STAIR
002

003

4

4

4

4

1
7
 R

 @
 7

" M
A
X.

1
6
 T

 @
 1

1
" M

IN
.

4

4

4

06

05

4

4

4

6

6 R @ 7" MAX.
5 T @ 11" MIN.

23" 12"

2
3
"

1
2
"

4'-0"
CLEAR

1

 

 

2
458

1 4
"

M
A
X.

21
4
"

RADIUS HANDRAIL
RETURN AT
SUPPORT

HANDRAIL BRACKET ANCHORED
TO SUPPORT

1 12" Ø PTD METAL HANDRAIL

PTD 58" F.C. GWB WRAP

STEEL COLUMN; SEE
STRUCTURAL DRAWINGS

15
8" x 6" LGMF FURRING

AROUND COLUMN

4

PTD 58" F.C. GWB WRAP

CHASE

UL #U491

1" F.C. GWB

21
2" SHAFT WALL

METAL STUDS @
24" O.C. MAX.

(2) LAYERS 58" F.C. GWB;
PAINT FINISH LAYER

21
2
"

SHEET

PROJECT NAME

REVISIONS

207.871.5900 www.granthays.com
P.O. BOX 6179 FALMOUTH MAINE 04105

ARCHITECTURE & INTERIOR DESIGN

ASSOCIATES

GRANT HAYS

T

ASSOCIATES IS PROHIBITED.
PERMISSION FROM GRANT HAYS
DOCUMENT WITHOUT WRITTEN
REPRODUCTION OR REUSE OF THIS
COPYRIGHT

SEAL

SHEET

JOB NO.

DRAWN

SCALE

DATE

T

MFH / mgk

180203

C
O

N
TR

AC
T 

N
O

.: 
20

19
.0

4

AD
M

IN
IS

TR
AT

IO
N

 B
UI

LD
IN

G

G
AR

D
IN

ER
M

AI
N

E 
04

34
5

M
IL

E 
M

AR
KE

R 
(M

M
) 1

03

M
AI

N
E 

TU
RN

PI
KE

 T
O

LL

OF 503

&
 D

ET
AI

LS
SE

C
TI

O
N

ST
AI

R 
PL

AN
,

461

20 MAR 2019

AS NOTED

1"=1'-0"4 TYPICAL WALL HANDRAIL - BOTTOM

3"=1'-0"1 STAIR RISER / TREAD DETAIL

3"=1'-0"2 TYPICAL WALL HANDRAIL SECTION

1"=1'-0"3 TYPICAL WALL HANDRAIL - TOP

34" A.F.F.
HANDRAIL @

AT WALL

461
3

461
4

TYPICAL CONCRETE
FILLED METAL PAN
STEEL STAIRS -

SEE STRUCTURAL
DRAWINGS

5 1/2" = 1'-0"STAIR PLANS AND SECTION

461
1

461
2

461
2

461
2

461
2

461
1

461
4

461
3

STAIR PLANS
SCALE: 1/2" = 1'-0"

STAIR SECTION
SCALE: 1/2" = 1'-0"

SIM.

461
1

A

6"=1'-0"6 HANDRAIL RETURN AT WALL 7 8

461
2

461
2

461
1

1 HR FIRE RATING AT COLUMNS 11
2" =1'-0" 2 HR RATED PARTITION TYPE  8 3" =1'-0"



FINISH FLOOR LINE

DOORWAYS SHALL HAVE A MINIMUM CLEAR WIDTH OF 32" WITH THE1.

36" GRAB BAR

PULL BOX
LIGHT SWITCH

DOOR FRAME
OR WALL
THERMOSTAT
INTERCOM

DOOR OPEN 90 DEGREES. MEASURED BETWEEN THE FACE OF THE DOOR 

SECURED STORAGE ROOMS, MECHANICAL ROOMS, AND ELEVATOR

ALL CLOSERS SHALL BE 5LB PULL MAXIMUM AT DOORS EQUIPPED

ALL DOORS WITH CLOSERS SHALL HAVE 18" CLEAR DISTANCE FROM

ALL DOORS WITH CLOSERS SHALL HAVE 12" CLEAR DISTANCE FROM 

SYMBOL. A      SYMBOL AT ANY ROOM SHALL
INCLUDE ONE OF ANY FIXTURE AND ACCESSORY

MOUNT ALL FIXTURES AT STANDARD MOUNTING

BFBFBFBFBF BF

ELECTRICAL & FIRE PROTECTION DEVICES
TYPICAL UNLESS NOTED OTHERWISE
NTS

S S S S

ELEC. OUTLET
PHONE JACK

HEIGHT UNLESS INDICATED ON PLAN BY A

S S

WITHIN THE ROOM.

NOTE
4.

NTS
TYPICAL ACCESSORIES

OBSTRUCTION ON THE PUSH SIDE OF THE OPENING.

6.

OBSTRUCTION ON THE PULL SIDE OF THE OPENING.
THE LATCHSIDE OF THE OPENING TO ANY ADJACENT WALL OR

THE LATCHSIDE OF THE OPENING TO ANY ADJACENT WALL OR
5.

42" GRAB BAR

SANITARY DISPOSAL UNIT (SDU)
(AT WOMENS & UNISEX ONLY)

TOILET PAPER DISPENSER

ACCESSIBLE TOILET

12" 42"

6'-6" CLR

1
'-6

"

6
"

MACHINE ROOMS,

WITH LEVER HANDLE HARDWARE.
3.

ALL DOORS SHALL HAVE LEVER HANDLE HARDWARE, EXCEPT AT

AND THE OPPOSITE STOP.

2.

19" MAX

ACCESSIBILITY GENERAL NOTES

ACCESSIBILITY ACCESSORY

19" MIN
33"-36"

48" MAX
48" MAX

48" MAX

40" MAX

48" MAX
48" MAX

48" MAX

60" MAX

DOOR W/ LEVER LATCH SET
3'-0" X 6'-8" (MIN)

BARRIER FREE ADULT MOUNTING HEIGHT

CLOCK OR INTERCOM

FIRE ANNUNCIATOR
PANEL

S STANDARD MOUNTING HEIGHT

FIRE ALARM
HORN & LIGHT

BF

LEGEND

SOAP DISPENSER 

AND DISPOSAL
PAPER TOWEL DISPENSER7

'-3
" (

M
IN

.)

4
'-6

" (
M

IN
.)

3
6
"

5' DIAMETER

SIGNAGE (TO BRAILLE COMPONENT)

SHELVES/STORAGE
ELECTRICAL SWITCHES/OUTLETS
COAT HOOKS/RODS

SANITARY DISPOSAL UNIT
MIRROR (BOTTOM)

FAUCET AT ACCESSIBLE
LEVER HANDLED

24" x 36" MIRROR

LAV. (OFFSET PIPING)

1
'-3

"

6"
GRAB BARS

BUILT IN PAPER TOWEL DISPENSER
TOWEL BAR/PAPER TOWEL DISPENSER

SOAP DISH/DISPENSER AT WALL

TOILET PAPER HOLDER

MOUNTING HEIGHTS

(TYPICAL UNLESS OTHERWISE NOTED)

WALL MOUNTED
RECESSED OR

EXIT SIGNS

NTS

TOWEL DISPENSERCLOTHES HOOK
NTS DISPOSAL UNIT

NTS

BF S BF S

SANITARY
DISPOSAL UNIT
NTS

BF

S

CEILING
MOUNTED

MIRROR OR MEDICINE CABINET
NTS

BF

CLEAR FLOOR SPACE
AT LAVATORIES

LAVATORY CLEARANCES

17" MIN

19" MAX
485

FIRE EXTINGUISHER TOWEL & SOAP DISPENSERS

HOOK
DISPENSER
TO TOWEL

TOP OF
DISPOSAL

EXIT

NTS

CABINET (FEC) NTS

CEILING

EXIT

NTS

430

STORAGE SHELVES AND CLOSETS

SOAP DISPENSER
TOP OF

BF

S

BF

S

CABINET CONTROLS

PAPER TOWEL
DISPENSER

HIGH FORWARD REACH LIMIT
NTS

NTS

48"
1220

CLEAR FLOOR SPACE
PARALLEL APPROACH
NTS

NTS

HIGH AND LOW 
SIDE REACH LIMITS

NTS

430

3
0

" M
IN

7
6
02
3
0

21" MAX

MIRROR SHALL BE
CENTERED OVER
LAVATORY OR
VANITY

1
5

 M
IN

M
A
X.

S

535

SHELVES

1
2
2
0

4
8
"

3
8
0

7
6
0

3
0
"

LC

1220
48"

1220
48"

A
D

JU
S
TA

B
LE

 R
A
N
G

E

1
2
2
0

535

CLOSETS

255 760
10" MAX 30"

3
6
0

9
" M

IN

21" MAX

4
8
"

1
2
2
0

4
8
"

1
2
2
0

KNEE 6" MAX8" MIN
CLEARANCE 150205

17" MIN

3
6
0

9
" M

IN

1
3
7
0

5
4

4
8
"

9
" M

IN

255
10" MAX

760
30"

TOE

DEPTH

CLEARANCE

2
7

" M
IN

8
6
5

4
0

" M
A
X

3
4

" M
A
X

2
9

" M
IN

1
4
6
2

6
8
5

7
3
5

ALL SIGNAGE SHALL BE MOUNTED 60" AFF TO BRAILLE COMPONENT
AT LATCH-SIDE WALL OF DOORS AND OPENINGS.

1
7

" M
A
X

4
3
0

13  1/2" MIN.
345

NTS
HEIGHT AND DEPTH OF URINAL

WALL HUNG TYPE

NTS

GRAB BARS AT WATER CLOSETS

916

916

305 305

8
4
0
 -

 9
1
6

1065305

1370

8
4
0
 -

 9
1
6

TOILET
PAPER

4
3
0
-

4
8
0

4
8
0

1

3
'-4

"

3
'-4

"

3
'-8

"
4
'-0

" M
A
X.

5
'-6

"

3
'-4

"

3
'-4

"

4
"-
2
"

4
"

EQ, EQ, EQ, EQ,

36" MIN.

36" MIN.

12" MIN. 12" MIN.

12" MIN.

54" MIN.

42" MIN.

3
3
"-
3
6
"

1
9

" M
IN

.

3
3
"-
3
6
"

6" 6"

4
'-0

"

8
0
"

6
0
"

1
'-6

" 4
'-2

"

8
0
"

SDU

42" MIN.

54" MIN.

3
3
" -

 3
6
"

3
3
" -

 3
6
"

36" MIN.

36" MIN.

12" MIN. 12" MIN.

1
7
"-
1
9
"

12" MIN.

8
'-0

"

4
'-2

"

1
'-6

"

6
'-0

"

8
'-0

"

6"6"

4
'-0

"

3
'-4

"

4
'-2

"

3
'-4

"

5
'-6

"

4
'-0

" M
A
X.

3
'-4

"

3
'-8

"

3
'-4

"

4
"

EQ. EQ. EQ. EQ.

7. COMPLY WITH 2010 EDITION OF THE AMERICANS WITH DISABILITIES ACT.

BRAILLE
COMPONENT

BRAILLE
COMPONENT

FIRE EXITENTRANCE

BRAILLE
COMPONENT

ENTRANCE

SIGN

BRAILLE
COMPONENT

C

BRAILLE
COMPONENT

WOMENMEN

SIGN A B

DSIGN SIGN

1 ACCESSIBILITY SIGNAGE DETAILS NO SCALE

NOTE:
SEE FLOOR PLANS FOR
SIGNAGE LOCATIONS.

ESIGN

HIGH VOLTAGE
ELECTRICAL

ROOM
QUALIFIED

PERSONNEL ONLY

DANGER

3
6

" M
A
X

1
7
" -

 1
9
"

4
3
0
 -

 4
8
5

2
7

" M
IN

2
4

" M
A
X.

NTS

AND KNEE CLEARANCE
NTS

DRINKING FOUNTAIN SPOUT HEIGHT 
EQUIPMENT PERMITTED IN SHADED AREA

17" MIN
430

8" MIN
205

6" MAX
150

DRINKING FOUNTAIN

4
8

" M
IN

.
1
2
2
0

2
3
0

6
8
59
" M

IN

8
6
5

17"-19"
430-

6
1
0

760
30" MIN.

485
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NO SCALE
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